
 

Online auc�on tanks, cooling equipment and chocolate
processing machines due to reloca�on Chocolats Halba

in Wallisellen (CH)

Closing: 27 June 2018 from 14:00 hrs.

   

Viewing day:

Address:
Alte Winterthurerstrasse 1
CH-8304 Wallisellen
Switzerland



General terms and condi�ons of the online auc�on

Closing date 27 June 2018 from 14:00 hrs. 
Viewing
Organizing Company Industrial Auc�ons BV

Looyenbeemd 11
5652 BH Eindhoven, Netherlands
Tel.: +31 (0)40 2409 208
Fax: +31 (0)40 2409 209
E-mail: info@industrial-auc�ons.com 

Buyers premium 18% over the highest bid
V.A.T 7.7% over the highest bid including Premium
Pickup date

Pick up in consulta�on with Industrial Auc�ons BV

Pickup address Alte Winterthurerstrasse 1
CH-8304 Wallisellen
Switzerland

Delivery instruc�ons The buyer is fully responsible for the dismantling, loading and
transporta�on of the bought lots. Industrial Auc�ons B.V. cannot accept
any responsibility unless indicated otherwise. The delivery (pick-up
bought lots) will only take place on the men�oned delivery date/�me and
address. 

Payment details Before collec�on of the goods your payment has to be fulfilled. It is
possible to transfer the amount due to our account with ING-bank,
account number 005033999 in Best, IBAN: NL34INGB0005033999, BIC:
INGBNL2A or to our account at Rabobank, account number 157198367 in
Best, IBAN: NL80RABO0157198367, BIC: RABONL2U, Gladbacher Bank AG,
Iban: DE83310601818887176010, BIC: GENODED1GBM, indica�ng
invoice- and customernumber. 

General terms and
condi�ons of sale

On the auc�on general terms and condi�ons of the online auc�on are
applicable concerning the (possible) purchase of moveable assets,
furthermore these specific terms and condi�ons. 

Combina�ons All lots in a combina�on will be sold individually first. The star�ng bid of
the combina�on is the total amount of the individual bids. The
combina�on will open a�er all individual lots are closed. If the
combina�on is sold it overrules the individual bids, if not the individual
bids are applicable. 

Prolonga�on If a bid is made in the last 5 minutes the lot closes, the closing �me of that
lot will be extended with 5 minutes un�l no bids are made. 

www.industrial-auc�ons.com
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Nr Title Descrip�on Start € 

1 Bühler AG Bühler AG steel silo used for sugar, with Eberhard Bauer
motor, type: DF 4123 L2/166 and Bühler AG valve, volume:
approximately 30.000 liter, diameter silo: 1800 mm,
height: approximately: 15600 mm. 

500 

2 Bühler AG Bühler AG steel silo used for sugar, with Eberhard Bauer
motor, type: DF 4123 L2/166 and Bühler AG valve, volume:
approximately 30.000 liter, diameter silo: 1800 mm,
height: approximately: 15600 mm. 

500 

3 Bühler AG Bühler AG steel silo used for sugar, with Eberhard Bauer
motor, type: DF 4123 L2/166 and Bühler AG valve, volume:
approximately 30.000 liter, diameter silo: 1800 mm,
height: approximately: 15600 mm. 

500 

4 Bühler AG Bühler AG steel silo used for sugar, with Eberhard Bauer
motor, type: DF 4123 L2/166, and Bühler AG valve,
volume: approximately 30.000 liter, diameter silo: 1800
mm, height: approximately: 15600 mm. 

500 

5 NN transit sta�on Transit sta�on used for sugar, with Bauer motor, type: A20
Funkensperre / NW 100 A21 CDRB, factory number:
909449, year of construc�on: 23/11/2005, volume: 35 L,
2.0 bar, maximum temperature: 150 ⁰C, with ABB motor,
18.5 kW, with Aerzener Maschinenfabrik GmbH pump,
type: GM 15 L, factory number: 701305, year of
construc�on: 1994, 8.75 kW, 1.0/0.34 bar, 11.4 mᶟ/min,
3270 rpm, total dimensions: 1950 mm x 2300 mm x 1900
mm. 

500 

6 Ullmann & Co
GmbH 

Ullmann & Co GmbH double jacketed s/s tank, serial
number: 5498-B, year of construc�on: 2004, volume:
32.500 liter, working temperature: 55 °C, diameter: 1800
mm, height: approximately 17000 mm. 

13000

7 NN pipes and valves Water heated pipes and valves, with Leroy Somer pump,
type: IP 55 IK08 CL F, 4.00/4.80 kW, dimensions: 1500 mm
x 1300 mm x 2300 mm. 

500 

8 Ullmann & Co
GmbH 

Ullmann & Co GmbH heatable double jacketed s/s tank
with agitator, serial number: 5498-A, year of construc�on:
2004, volume: 32.500 liter, working temperature: 55 °C,
diameter: 1800 mm, height: approximately 17500 mm. 

15000

9 Viking Pump Viking Pump/IDEX corpora�on pump, model: K4225, serial
number: 900 537 556, 2.2 kW, dimensions: 1300 mm x 500
mm x 400 mm. 

700 

10 NN steel silo Steel silo, used for cacao beans, volume: approximately
30.000 liter, diameter: 1800 mm, height: approximately
14500 mm. 

200 

11 NN steel silo Steel silo, used for cacao beans, volume: approximately
30.000 liter, diameter: 1800 mm, height: approximately
14500 mm. 

200 
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12 NN steel silo Steel silo, used for cacao beans, volume: approximately
30.000 liter, diameter: 1800 mm, height: approximately
14500 mm. 

200 

13 NN steel silo Steel silo, used for cacao beans, volume: approximately
30.000 liter, diameter: 1800 mm, height: approximately
14500 mm. 

200 

14 NN steel silo Steel silo, used for cacao beans, volume: approximately
30.000 liter, diameter: 1800 mm, height: approximately
14500 mm. 

200 

15 NN steel silo Steel silo, used for cacao beans, volume: approximately
30.000 liter, diameter: 1800 mm, height: approximately
14500 mm. 

200 

16 NN steel silos 2 steel silos, used for cacao beans, volume: approximately
(2x) 30.000 liter, diameter: (2x) 1800 mm, height: (2x)
approximately 14500 mm. 

400 

17 WZM GmbH WZM GmbH double jacketed s/s tank with agitator, used
for chocolate, type: RW, factory number: 122356/1, year
of construc�on: 2012, volume: 30.000 liter, maximum: 5
bar, heatable with water, with PanCake weighing cells,
dimensions: 2400 mm x 2400 mm x 7500 mm. 

28000

18 Gebr. Steimel GmbH
& Co. 

Gebr. Steimel & Co. gear pump for chocolate, type:
TM8-140 P-GKGM, serial number: 1.PU12 0887- 1, year of
construc�on: 04/2012, dimensions: 1100 mm x 300 mm x
300 mm. 

1000 

19 WZM GmbH WZM GmbH double jacketed s/s tank with agitator, used
for chocolate, type: RW, factory number: 102031/1 year of
construc�on: 2010, volume: 30.000 liter, maximum: 5 bar,
heatable with water, with PanCake weighing cells,
dimensions: 2400 mm x 2400 mm x 7500 mm. 

28000

20 Gebr. Steimel GmbH
& Co. 

Gebr. Steimel & Co. gear pump for chocolate, type:
TM6-110 P-GKGM, serial number: 1.PU10 3251- 2, year of
construc�on: 11/2010, dimensions: 1100 mm x 300 mm x
300 mm. 

1000 

21 WZM GmbH WZM GmbH double jacketed s/s tank with agitator, used
for chocolate, type: RW, factory number: 102031/2, year
of construc�on: 11/2010, volume: 30.000 liter, maximum:
5 bar, heatable with water, with PanCake weighing cells,
dimensions: 2400 mm x 2400 mm x 7500 mm. 

28000

22 Gebr. Steimel GmbH
& Co. 

Gebr. Steimel & Co. gear pump for chocolate, type:
TM8-140 P-GKGM, serial number: 1.PU10 3739- 1, year of
construc�on: 02/2011, dimensions: 1100 mm x 300 mm x
300 mm. 

1500 
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23 WZM GmbH WZM GmbH double jacketed s/s tank with agitator, used
for chocolate, type: RW, factory number: 122356/2, year
of construc�on: 2012, volume: 30.000 liter, maximum: 5
bar, heatable with water, with PanCake weighing cells,
dimensions tank: 2400 mm x 2400 mm x 7500 mm,
including Gebr. Steimel & Co. pump, type: TM10-120 P-
GKGM, serial number: 1.PU12 0886-1, year of
construc�on: 2012, 5.5 kW, dimensions pump: 1100 mm x
300 mm x 300 mm. 

31000

24 NN ou�eed sta�on Ou�eed sta�on used for chocolate tanks, water heated,
with Kieselmann pressure valves, 6/8 bar, with cleaning
sta�on for pipings. 

2000 

25 WZM GmbH WZM GmbH chocolate mel�ng system, type: MA, factory
number: 102110, year of construc�on: 02/2011, 6 bar,
volume: 20 liter, dimensions: 1150 mm x 850 mm x 1000
mm. 

500 

26 Croma Tech Croma Tech s/s tank with agitator used for cacao bu�er,
serial number: 06942-1004, year of construc�on: 1998,
water heated, volume: 32.500 liter, dimensions: 6000 mm
x 3600 mm x 1900 mm. 

12000

27 NN ou�eed system Heated ou�eed system, used for cacao bu�er, with ABB
motors pump, type: IEC 34-1, year of construc�on: 1983,
4.4/4.6 kW, with Endress + Hauser flow meter, type:
Promass 63. 

500 

28 APV APV centrifugal pump, type: ZMS-4 SELVANSUG.4.0 KW.,
serial number: -10001010107, 4/4.6 kW, dimensions: 400
mm x 200 mm x 300 mm. 

800 

29 Croma Tech Croma Tech s/s tank with agitator, used for cacao bu�er,
serial number: 06942-1004, year of construc�on: 1998,
water heated, volume: 32.500 liter, dimensions: 6000 mm
x 3600 mm x 1900 mm. 

12000

30 NN cooling system Mobile s/s cooling system, dimensions: 3300 mm x 600
mm x 1200 mm. 

250 

31 Moeschle Moeschle s/s horizontal tank, water heated, volume:
30.000 liter, dimenisons: 8550 mm x 2100 mm x 2200 mm.

7000 

32 Croma Tech Croma Tech double jacketed s/s horizontal tank with
agitator, used for chocolate, serial number: 2109-1004R,
year of construc�on: 1992, volume: 20.000 liter,
dimensions: 6000 mm x 1800 mm x 2300 mm. 

6000 

33 Viking Pump/IDEX
corpora�on 

Viking Pump/IDEX corpora�on pump, model: 0224A, serial
number: 900 529020, 9.2 kW, dimensions: 1600 mm x 600
mm x 500 mm. 

500 

34 Croma Tech Croma Tech double jacketed s/s horizontal tank with
agitator, used for chocolate, volume: 20.000 liter,
dimensions: 7350 mm x 1750 mm x 2100 mm. 

6000 

35 Viking Pump/IDEX
corpora�on 

Viking Pump/IDEX corpora�on pump, model: LS4224A,
serial number: 900 537552, 4 kW, dimensions: 1300 mm x
500 mm x 400 mm. 

500 
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36 Croma Tech Croma Tech double jacketed s/s horizontal tank with
agitator, used for chocolate, volume: 20.000 liter,
dimensions: 7350 mm x 1750 mm x 2100 mm. 

6000 

37 Viking Pump/IDEX
corpora�on 

Viking Pump/IDEX corpora�on pump, model: LQ225, serial
number: 900 531524, 3/3.45 kW, dimensions: 1300 mm x
500 mm x 400 mm. 

500 

38 Croma Tech Croma Tech double jacketed s/s horizontal tank with
agitator, used for chocolate, volume: 20.000 liter, with
Wilhelm Rasch KG chocolate pump, type: P3, year of
construc�on: 1986, 4 kW, dimensions: 7350 mm x 1750
mm x 2100 mm. 

6500 

39 THOUET THOUET steel horizontal tank with agitator, used for
chocolate, water heated, volume: 16.000 liter, with
Wilhelm Rasch KG chocolate pump, type: P3, year of
construc�on: 1985, 5.5 kW, dimensions: 7000 mm x 1800
mm x 2200 mm. 

3500 

40 THOUET THOUET steel horizontal tank with agitator, used for
chocolate, water heated, volume: 16.000 liter, dimensions:
7000 mm x 1800 mm x 2200 mm. 

3000 

41 Viking Pump/IDEX
corpora�on 

Viking Pump/IDEX corpora�on pump, model: K225, serial
number: 900 522883, 0.75 kW, dimensions: 1000 mm x
400 mm x 350 mm. 

500 

42 THOUET THOUET steel horizontal tank with agitator, used for
chocolate, water heated, volume: 16.000 liter, with
Wilhelm Rasch pump, type: P3, year of construc�on: 1985,
5.5 kW, dimensions: 7000 mm x 1800 mm x 2200 mm. 

3500 

43 THOUET THOUET steel horizontal tank with agitator, used for
chocolate, water heated, volume: 16.000 liter, dimensions:
7000 mm x 1800 mm x 2200 mm. 

3000 

44 Viking Pump/IDEX
corpora�on 

Viking Pump/IDEX corpora�on pump, model: LS4224A,
serial number: 900 537551, year of construc�on: 2004, 4
kW, dimensions: 1300 mm x 500 mm x 400 mm. 

500 

45 Croma Tech Croma Tech double jacketed s/s tank with agitator, serial
number: 5969- 1004R, year of construc�on: 1994, volume:
4500 liter, dimensions: 2200 mm x 2200 mm x 2450 mm. 

9000 

46 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P2, machine
number: 24249, year of construc�on: 1993, capacity: �ll
2500 kg per hour, 1.5 kW, dimensions: 850 mm x 400 mm
x 450 mm. 

500 

47 NN tank Double jacketed s/s tank with agitator, volume: 4500 liter,
dimensions: 2200 mm x 2200 mm x 2450 mm. 

9000 

48 SIG SIG screw pump for chocolate, type: SUP 45, number:
443750, 5.5/6.3 kW, dimensions: 1500 mm x 400 mm x
500 mm. 

500 

49 Croma Tech Croma Tech double jacketed s/s tank with agitator, serial
number: 5969- 1004R, year of construc�on: 1994, volume:
4500 liter, dimensions: 2200 mm x 2200 mm x 2450 mm. 

9000 
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50 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P2, year of
construc�on: 1986, machine number: 23919, capacity: �ll
2500 kg per hour, 2.2 kW, dimensions: 850 mm x 400 mm
x 450 mm. 

500 

51 NN roller conveyor
and elevator 

Roller conveyor for pallets with elevator, maximum width:
850 mm, roller width: 900 mm, total dimensions roller
conveyors: (6x) 5000 mm x 1500 mm x 400 mm,
dimensions elevator: 1700 mm x 1900 mm x 2300 mm.
Roller conveyors divided over 6 floors. Including turning
sta�on for pallets. 

500 

52 NN tank Steel water heatable tank with agitator, volume: 3000 liter,
dimensions: 1700 mm x 1700 mm x 3200 mm. 

3000 

53 NN pump sta�on Pump sta�on used for emptying vessels, with Hydro-MEC
pump, 0.55 kW, dimensions: 1500 mm x 800 mm x 1600
mm. 

500 

54 NN tank S/s tank, volume: 1000 liter, with Hydro-MEC pump, 0.55
kW, dimensions: 1200 mm x 800 mm x 1250 mm. 

700 

55 NN tanks 2 steel tanks with agitator, volume: (2x) 3000 liter, water
heated, including 2 SIG pumps, dimensions: 1750 mm x
1750 mm x 3000 mm. 

5000 

56 Croma Tech Croma Tech double jacketed s/s tank, used for cacao
bu�er, serial number: 5969-1004R, year of construc�on:
1994, water heated, volume: 250 liter, with Tedea
Huntleigh weighing cells, dimensions: 1100 mm x 1100
mm x 1750 mm. 

1000 

57 APV APV centrifugal pump, type: ZMB-1-220N 110, serial
number: -810301010300, dimensions: 500 mm x 250 mm
x 250 mm. 

200 

58 Croma Tech Croma Tech s/s frame with 2 double jacketed heatable
tanks, serial number: 5969-1004R, year of construc�on:
1994, inside dimensions: (2x) 400 mm x 400 mm x 570
mm, total dimensions: 1400 mm x 850 mm x 1850 mm. 

2000 

59 Croma Tech Croma Tech double jacketed s/s tank with agitator, serial
number: 3261-1004R, year of construc�on: 1992, volume:
10.000 liter, water heated, dimensions: 2300 mm x 2300
mm x 3800 mm. 

6000 

60 Viking Pump/IDEX
corpora�on 

Viking Pump/IDEX corpora�on pump with frequency
invertor, model: Q224A, serial number: 900 530341, 9.2
kW, dimensions: 1600 mm x 450 mm x 600 mm. 

2000 

62 NN tank Double jacketed s/s tank, used for cacao bu�er, water
heated, volume: 250 liter, with Soemer weighing cells,
dimensions: 1100 mm x 1100 mm x 1750 mm. 

1000 

63 Croma Tech S/s frame with 2 Croma Tech double jacketed s/s tanks,
serial number: 5969-1004R, year of construc�on: 1994,
with centrifugal pump, inside dimensions: (2x) 400 mm x
400 mm x 570 mm, total dimensions: 1400 mm x 850 mm
x 1650 mm. 

2000 
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64 Gebrüder
Bauermeister & Co. 

Gebrüder Bauermeister & Co. Steel tank with agitator,
used for chocolate, type: W.B.6000, machine number:
36252, volume: 6000 liter, dimensions: 2100 mm x 2100
mm x 2800 mm. 

1000 

65 Gebrüder
Bauermeister & Co. 

Gebrüder Bauermeister & Co. Steel tank with agitator,
used for chocolate, type: W.B.6000, machine number:
36263, volume: 6000 liter, dimensions: 2100 mm x 2100
mm x 2800 mm. 

1000 

66 Gebrüder
Bauermeister & Co. 

Gebrüder Bauermeister & Co. Steel tank with agitator,
used for chocolate, type: W.B.6000, machine number:
36261, volume: 6000 liter, dimensions: 2100 mm x 2100
mm x 2800 mm. 

1000 

67 Gebrüder
Bauermeister & Co. 

Gebrüder Bauermeister & Co. Steel tank with agitator,
used for chocolate, volume: 6000 liter, dimensions: 2100
mm x 2100 mm x 2800 mm. 

1000 

68 Gebrüder
Bauermeister & Co. 

Gebrüder Bauermeister & Co. Steel tank with agitator,
used for chocolate, volume: 6000 liter, dimensions: 2100
mm x 2100 mm x 2800 mm. 

1000 

69 Gebrüder
Bauermeister & Co. 

Gebrüder Bauermeister & Co. Steel tank with agitator,
used for chocolate, volume: 6000 liter, dimensions: 2100
mm x 2100 mm x 2800 mm. 

1000 

70 NN tank Steel tank, volume: 3000 liter, with agitator, dimensions:
1600 mm x 1600 mm x 3100 mm. 

500 

71 NN pla�orms 3 s/s pla�orms, dimensions: 1100 mm x 560 mm x 1600
mm, 900 mm x 950 mm x 1720 mm and 1500 mm x 720
mm x 1750 mm. 

30 

72 NN wall cabinet Wall cabinet with sliding doors, dimensions: 1000 mm x
440 mm x 1040 mm. 

30 

73 THOUET THOUET tank, dimensions: 1700 mm x 1700 mm x 1900
mm. 

1000 

74 THOUET THOUET tank, dimensions: 1700 mm x 1700 mm x 1900
mm. 

1000 

75 NN tank Steel tank, volume: 4000 liter, water heated, dimensions:
1700 mm x 1700 mm x 3200 mm. 

1500 

76 NN tank Steel tank, volume: 4000 liter, water heated, dimensions:
1700 mm x 1700 mm x 3200 mm. 

1500 

77 NN tank Steel tank, volume: 4000 liter, water heated, dimensions:
1700 mm x 1700 mm x 3200 mm. 

1500 

78 Gebrüder
Bauermeister & Co. 

Gebrüder Bauermeister & Co. steel tank, type: W.B. 2000,
machine number: 35502, volume: 2000 liter, water
heated, dimensions: 1450 mm x 1450 mm x 2500 mm. 

1000 

79 NN tank Steel tank, volume: 5000 liter, water heated, 1900 mm x
1900 mm x 3200 mm. 

1250 

80 NN tank Steel tank, volume: 3000 liter, water heated, 1730 mm x
1730 mm x 2500 mm. 

1000 

81 NN tank Steel tank, volume: 5000 liter, water heated, 1800 mm x
1800 mm x 3100 mm. 

1000 
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82 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P2, year of
construc�on: 1996, 2.2 kW, dimensions: 900 mm x 400
mm x 450 mm. 

800 

83 NN tank Steel tank, volume: 5000 liter, water heated, 1800 mm x
1800 mm x 3100 mm. 

1000 

84 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P2, year of
construc�on: 1996, 2.2 kW, dimensions: 900 mm x 400
mm x 450 mm. 

800 

85 NN tank S/s tank, volume: 8000 liter, water heated, dimensions:
2450 mm x 2450 mm x 2700 mm. 

5000 

86 Hablützel Hablützel double jacketed and heated filter unit,
dimensions: 1100 mm x 700 mm x 1400 mm. 

2500 

87 Hablützel Hablützel double jacketed and heated filter unit,
dimensions: 1100 mm x 700 mm x 1400 mm. 

2500 

88 Hablützel Hablützel double jacketed and heated filter unit, type:
KSF-065, factory number: 16027-1, year of construc�on:
2012, 230/400 V, 50 Hz, maximum pressure: 10 bar,
maximum temperature: 85 ⁰C, volume: 9.5 liter, total
dimensions: 950 mm x 600 mm x 1500 mm. 

2500 

89 Hablützel Hablützel double jacketed and heated filter unit, type:
KSF-065, factory number: 16027-2, year of construc�on:
2012, 230/400 V, 50 Hz, maximum pressure: 10 bar,
maximum temperature: 85 ⁰C, volume: 9.5 liter, total
dimensions: 950 mm x 600 mm x 1500 mm. 

2500 

90 NN tank Steel tank, used for cacao bu�er, volume: 6000 liter, water
heated, dimensions: 1800 mm x 1800 mm x 3000 mm. 

750 

91 NN tank steel tank, volume: 2000 liter, dimensions: 1700 mm x
1700 mm x 1850 mm. 

500 

92 WZM GmbH WZM GmbH steel tank, type: RW-13, factory number:
091764, year of construc�on: 05/2009, volume: 12000
liter, maximum 0.4 bar, 2600 mm x 2600 mm x 2700 mm.
Including pallets with parts. 

1500 

93 NN tank Steel tank, volume: 3000 liter, dimensions: 1900 mm x
1900 mm x 2100 mm. 

500 

94 NN tank Steel tank, volume: 3000 liter, dimensions: 1450 mm x
1450 mm x 2000 mm. 

500 

95 Brun & Cie AG Brun & Cie AG mobile li�, type: TD13-0,2H, factory
number: 660127, maximum weight: 200 kg, dimensions
basket: 550 mm x 550 mm x 1100 mm, total dimensions:
2350 mm x 700 mm x 1900 mm. 

100 

96 AZO GmbH + CO. KG
/ DMN
Wes�nghouse 

AZO GmbH + CO. KG / DMN Wes�nghouse receiving and
distribu�on system for silo, with AZO filter, type: 428788,
AZO reservoir, year of construc�on: 2005, and DMN
Wes�nghouse valve, type: AL 300 3C, serial number:
054362, year of construc�on: 2005, rpm: 30, product
temperature: 30 ⁰C, dimensions: 1100 mm x 1400 mm x
2700 mm. 

100 
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97 AZO GmbH + CO. KG
/ DMN
Wes�nghouse 

AZO GmbH + CO. KG / DMN Wes�nghouse receiving and
distribu�on system for silo, with AZO filter, type: 428788,
AZO reservoir, year of construc�on: 2005, and DMN
Wes�nghouse valve, type: AL 300 3C, serial number:
054362, year of construc�on: 2005, rpm: 30, product
temperature: 30 ⁰C, dimensions: 1100 mm x 1400 mm x
2700 mm. 

100 

98 Bühler AG Bühler AG transit sta�on for silo's, dimensions: 1000 mm x
1100 mm x 1420 mm. 

300 

99 Serva-Technik AG Serva-Technik AG steel pressure vessel, fabrica�on
number: 1923, year of construc�on: 1984, volume: 2000
liter, maximum: 12 bar, temperature range: - 10°C/+50°C,
diameter vessel: 1200 mm, height vessel: 1500 mm. 

50 

100 NN filters and
pipings 

Pallet with 4 s/s pipings and CT vessel, length pipings:
1040 mm, diameter pipings: 173 mm and pallet with 6 s/s
filters for pipings, length: 1010 mm, filters: 1 mm and 2
mm. 

1500 

101 Krohne Pallet with Krohne valve and s/s pipings used for 'Molch-
sta�on', dimensions pallet: 1200 mm x 800 mm x 500 mm.

1500 

103 Pneumatex/Stücklin
& Cie AG 

Pneumatex/Stücklin & Cie AG expansion tank, fabrica�on
number: 235860, year of construc�on: 1994, volume: 700
liter, permissible working pressure: 4.2 bar, design
temperature: 100°C, permissible working temperature:
70°C, dimensions: 800 mm x 1000 mm x 1900 mm. 

1000 

104 Pneumatex/Stücklin
& Cie AG 

Pneumatex/Stücklin & Cie AG expansion tank, fabrica�on
number: 235860, year of construc�on: 1994, volume: 700
liter, permissible working pressure: 4.2 bar, design
temperature: 100°C, permissible working temperature:
70°C, dimensions: 800 mm x 700 mm x 1900 mm. 

600 

105 Pneumatex/Stücklin
& Cie AG 

Pneumatex/Stücklin & Cie AG expansion tank, fabrica�on
number: 235861, year of construc�on: 1994, volume: 700
liter, permissible working pressure: 4.2 bar, design
temperature: 100°C, permissible working temperature:
70°C, dimensions: 800 mm x 1000 mm x 1900 mm. 

1000 

106 IMI Pneumatex IMI Pneumatex expansion tank, type: DU 200.6, ar�cle
number: 714 1003, volume: 200 liter, dimensions: 500 mm
x 500 mm x 1500 mm. 

250 

107 Biral AG Biral AG 5 inline circula�on pumps, type: (1x) EBZ
65NL/4-158, Q: 7 l/s, H: 7.5 m, type: (2x) EBZ 85NL/4-176,
Q: 5 l/s, H: 10.7 m, type: (2x) EBZ 100NL/4-186, Q: 10 l/s,
H: 11.5 m, dimensions pumps: (5x) 600 mm x 300 mm x
400 mm. 

2000 
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108 Bitzer
Kühlmaschinenbau
GmbH 

Bitzer Kühlmaschinenbau GmbH semi-herme�c compact
screw compressor, type: CSH9573-240Y-40D, serial
number: 1085100433, 380-415 V, 440-480 V, 3 Ph, 50/60
Hz, 420 A, capacity: 700 / 845 m³/hour, 2900 / 3500 rates
per minute, refrigerant: R134A, 63 kg, dimensions
compressor: 3300 mm x 1100 mm x 1900 mm, 2 Biral AG
inline circula�on pumps, type: EBZ 100 NL/4-171 and EBZ
85 NL/4-162. 

4000 

109 Grasso Grasso reciproca�ng compressor, type: SAC 1080 R, serial
number: 94071406, year of construc�on: 1994, 380/660 V,
3 Ph, 222 A, refrigerant: R134A, maximum volume flow
rate: 431.7 m³/hour, maximum design pressure: 23 bar,
speed: 1450 rates per minute, dimensions compressor:
1500 mm x 700 mm x 900 mm, 2 Friga Bohn pressure
vessels, type: AS250-3-18/2 P, year of construc�on: 1994,
maximum opera�ng pressure, tube side: 10 bar, shell side:
25 bar, diameter: (2x) 350 mm, length: (2x) 1950 mm,
ADKS-Plus filter dryer. 

2000 

110 Grasso Products B.V. Grasso Products B.V. reciproca�ng compressor, type: SAC
880 R, serial number: 01030709, year of construc�on:
2001, 380/690 V, 50 Hz, 177 A, motor: 96 kW, capacity:
346 m³/hour, refrigerant: R134A, ps: 23 bar, maximum:
1450 rates per minute, dimensions compressor: 1300 mm
x 600 mm x 700 mm, Friga Bohn pressure vessel, type:
AS250-3-18/2 P, year of construc�on: 1994, maximum
opera�ng pressure, tube side: 10 bar, shell side: 25 bar,
diameter: 350 mm, length: 1950 mm, ADKS-Plus filter
dryer. 

800 

111 Friga-Bohn Friga-Bohn pressure vessel, model: DEX 600-24-D-3-4,
serial number: A214495 -> R214496, maximum opera�ng
pressure, tube side: 14 bar, shell side: 10 bar, diameter
vessel: 600 mm, length vessel: 2800 mm. 

1500 

112 Biral AG Biral AG inline circula�on pump, type: EBZ 65 NL/4-158,
number: 94/41.418, Q: 10 l/s, H: 5.4 m, dimensions: 600
mm x 300 mm x 450 mm. 

250 

113 Biral AG Biral AG inline circula�on pump, type: EBZ 100 NL/4-171,
number: 94/41.427, Q: 30 l/s, H: 5.3 m, dimensions: 650
mm x 350 mm x 350 mm. 

200 

114 Grasso Grasso reciproca�ng compressor, type: SAC 1080 R, serial
number: 94071409, year of construc�on: 1994, 380/660 V,
3 Ph, 222 A, refrigerant: R134A, maximum volume flow
rate: 431.7 m³/hour, maximum design pressure: 23 bar,
speed: 1450 rates per minute, dimensions compressor:
1500 mm x 700 mm x 900 mm, Friga Bohn pressure vessel,
type: AS250-3-18/2 P, year of construc�on: 1994,
maximum opera�ng pressure, tube side: 10 bar, shell side:
25 bar, diameter: 350 mm, length: 1950 mm, ADKS-Plus
filter dryer. 

2000 
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115 Grasso Grasso reciproca�ng compressor, type: SAC 1080 R, serial
number: 94071411, year of construc�on: 1994, 380/660 V,
3 Ph, 222 A, refrigerant: R134A, maximum volume flow
rate: 431.7 m³/hour, maximum design pressure: 23 bar,
speed: 1450 rates per minute, dimensions compressor:
1500 mm x 700 mm x 900 mm, Friga Bohn pressure vessel,
type: AS250-3-18/2 P, year of construc�on: 1994,
maximum opera�ng pressure, tube side: 10 bar, shell side:
25 bar, diameter: 350 mm, length: 1950 mm, ADKS-Plus
filter dryer. 

2000 

116 Grasso Grasso reciproca�ng compressor, type: SAC 1080 R, serial
number: 94071408, year of construc�on: 1994, 380/660 V,
3 Ph, 222 A, refrigerant: R134A, maximum volume flow
rate: 431.7 m³/hour, maximum design pressure: 23 bar,
speed: 1450 rates per minute, dimensions compressor:
1500 mm x 700 mm x 900 mm, Friga Bohn pressure vessel,
type: AS250-3-18/2 P, year of construc�on: 1994,
maximum opera�ng pressure, tube side: 10 bar, shell side:
25 bar, diameter: 350 mm, length: 1950 mm, ADKS-Plus
filter dryer. 

2000 

117 Friga-Bohn Friga-Bohn pressure vessel, model: DEX 600-24-D-3-4,
maximum opera�ng pressure, tube side: 14 bar, shell side:
10 bar, diameter vessel: 600 mm, length vessel: 2800 mm. 

2000 

118 Biral AG Biral AG inline circula�on pump, type: EBZ 100 NL/4-171,
number: 94/41.428, Q: 30 l/s, H: 5 m, dimensions: 650
mm x 350 mm x 350 mm. 

200 

119 Biral AG Biral AG inline circula�on pump, type: EBZ 100 NL/4-186,
number: 94.41.429, Q: 25 l/s, H: 9.5 m, dimensions: 600
mm x 350 mm x 600 mm. 

250 

120 Calorifer AG Calorifer AG heat exchanger, type: VT80P/L6/170/1-1,
fabrica�on number: A-51408/2, year of construc�on:
1994, maximum working pressure: 6 bar, maximum
working temperature: 50°C, volume: (2x) 180 liter, ''a''
maximum: 510 mm, ''a'' minimum: 501 mm, dimensions
heat exchanger: 1700 mm x 800 mm x 2200 mm, Biral AG
inline circula�on pump, type: EBZ 101/4-269, year of
construc�on: 1994, Q: 25 l/s, H: 17 m, dimensions pump:
800 mm x 400 mm x 900 mm. 

3000 

121 Calorifer AG Calorifer AG heat exchanger, type: VT80P/L6/170/1-1,
fabrica�on number: A-51408/2, year of construc�on:
1994, maximum working pressure: 6 bar, maximum
working temperature: 50°C, volume: (2x) 180 liter, ''a''
maximum: 510 mm, ''a'' minimum: 501 mm, dimensions
heat exchanger: 1700 mm x 800 mm x 2200 mm, Biral AG
inline circula�on pump, type: EBZ 101/4-269, year of
construc�on: 1994, Q: 25 l/s, H: 17 m, dimensions pump:
800 mm x 400 mm x 900 mm. 

3000 
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122 Sondex A/S
Dänemark 

Sondex A/S Dänemark heat exchanger, type: S-47-1G,
produc�on number: SP.10352, year of construc�on: 2005,
rated capacity: 500 kW, transfer surface: 336 mm,
maximum working pressure: 1.0 kp/cm², volume: 65.55
liter and 66.7 liter, temperature range: 0 - 150°C,
dimensions heat exchanger: 1200 mm x 550 mm x 1750
mm, Biral AG inline circula�on pump, type:
EBZ-85V/4-200, dimensions pump: 600 mm x 400 mm x
650 mm. 

2000 

123 Calorifer AG Calorifer AG heat exchanger, type: VT40/L6/170/2-2,
fabrica�on number: A-51408/3, year of construc�on:
1994, maximum working pressure: 6 bar, maximum
working temperature: 40°C, volume: (2x) 170 liter, ''a''
maximum: 731 mm, ''a'' minimum: 714 mm, dimensions
heat exchanger: 1400 mm x 600 mm x 1700 mm, Biral AG
inline circula�on pump, type: EBZ 65 NL/4-158, year of
construc�on: 1994, Q: 10 l/s, H: 5.4 m, dimensions pump:
600 mm x 300 mm x 300 mm. 

2000 

124 Biral AG Biral AG inline circula�on pump, type: EBZ 100N/4-200,
number: 94/41.426, Q: 17 l/s, H: 13.5 m, dimensions: 800
mm x 400 mm x 400 mm. 

400 

125 NN transport tank Aluminium transport tank on plas�c pallet, volume: 200
liter, diameter tank: 75 mm, length tank: 1050 mm, total
dimensions: 1200 mm x 800 mm x 1150 mm. 

50 

126 NN tank S/s tank with agitator, scrapers and valve, diameter tank:
900 mm, height tank: 800 mm, total dimensions: 900 mm
x 900 mm x 2000 mm. 

1000 

127 DCE Dust Control
Equipment 

DCE Dust Control Equipment filter cabinet, type:
UMA100H G1, serial number: 624318, 400 V, 3 Ph, 50 Hz,
0.75 kW, total dimensions: 1000 mm x 600 mm x 1480
mm. 

100 

128 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P2, machine
number: 2.3727, year of construc�on: 1983, capacity: �ll
2500 kg per hour, dimensions pump: 1100 mm x 750 mm x
1900 mm, trolley with 2 Kieselmann valves, nominal
pressure: 6 bar, maximum pressure: 8 bar, dimensions:
1000 mm x 700 mm x 750 mm. 

1000 

129 NN pipings 5 s/s pipings, length: (3x) 3000 mm and (2x) 1520 mm,
diameter: 100 mm, 2 Kieselmann valves. 

400 

130 NN storage rack Storage rack, 3 floors, dimensions: 3200 mm x 970 mm x
2000 mm. 

100 

131 Ri�al Ri�al switch cabinet, 7 doors, amongst others: 3 Siemens
frequency invertors, 3 Al�var frequency invertors, Siemens
HMI touch control panel, dimensions switch cabinet: 5600
mm x 600 mm x 1900 mm. 

500 

132 WZM GmbH WZM GmbH heated mobile trolley, type: VW.2K,
fabrica�on number: 122496, year of construc�on: 2013,
5800 Wa�, volume: 2 x 250 kg, 2 chambers and valves,
dimensions: 1700 mm x 850 mm x 900 mm. 

2000 
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149 Ri�al/Bühlerma�c Ri�al/Bühlerma�c switch cabinet, 4 doors, amongst
others: Siemens SITOP power 40, 9x Buhler AG electronic
control systems, type: MEAF, Schneider Electric Al�var 71
frequency invertor, total dimensions: 3200 mm x 500 mm
x 2120 mm. 

1000 

150 Ri�al/Bühlerma�c Ri�al/Bühlerma�c switch cabinet, 4 doors, amongst
others: Danfoss variable speed drive frequency invertor,
type: 3003, Siemens SITOP power 40, Siemens Sima�c
S7-400, total dimensions: 3000 mm x 500 mm x 2120 mm. 

1000 

151 Ri�al/Bühlerma�c Ri�al/Bühlerma�c switch cabinet, 4 doors, amongst
others: 10x Buhler AG electronic control systems, type:
MEAF, Siemens SITOP Power 40, Siemens Sima�c S7-400,
dimensions switch cabinet: 3200 mm x 520 mm x 2120
mm. 

1000 

152 NN mixing screw Mobile mixing screw, steel frame, s/s screw, screw width:
250 mm, distance between screw: 165 mm, ou�eed
height: 82 mm, motor: 4.4 kW, total dimensions: 3200 mm
x 700 mm x 1100 mm. 

1000 

153 Bühler AG Bühler AG eleva�ng belt, type: ASFT 400_01_8.00, s/s and
steel frame, plas�c belt, belt width: 400 mm, eleva�ng
from 750 mm to 3550 mm, total belt length: 8000 mm. 

100 

154 Bühler AG Bühler AG transport belt with 4 unloading sta�ons, steel
frame, plas�c belt, belt width: 400 mm, belt length: 19000
mm, total dimensions: 19000 mm x 600 mm x 1300 mm. 

100 

155 Bühler AG Bühler AG transport belt with 4 unloading sta�ons, steel
frame, plas�c belt, belt width: 400 mm, belt length: 19000
mm, total dimensions: 19000 mm x 600 mm x 1300 mm. 

100 

157 Bühler AG Bühler AG transport belt, type: ASFT 400-01-16.90, s/s
frame, plas�c belt, belt width: 400 mm (belt is missing),
consis�ng of 3 parts, lengths: 4750 mm / 5500 mm / 6000
mm, total length: 16250 mm. 

500 

158 Stöcklin Logis�cs AG Stöcklin Logis�cs AG s/s lecithin tank, fabrica�on number:
109008, year of construc�on: 2000, volume: 500 liter,
maximum working pressure: + 1.0 / - 0.15 bar, maximum
working temperature: + 50°C / -10°C, weight: 97 kg, test
sign: CP 4, total dimensions: 1100 mm x 1000 mm x 1300
mm. 

300 

159 Bühler AG Bühler AG eleva�ng belt, type: ASFT 400-0.1, s/s and steel
frame, plas�c belt, belt width: 400 mm, eleva�ng from 400
mm to 3750 mm, belt length: 9200 mm. 

1500 

160 Bühler AG Bühler AG transport belt, type: ASFT 400.20-2.00, serial
number: 20100393, year of construc�on: 1994, s/s frame,
belt width: 400 mm, belt length: 2000 mm. Belt is missing.

100 

161 Bühler AG Bühler AG transport belt, type: ASTF 400, s/s frame, plas�c
belt, belt width: 400 mm, belt length: 5200 mm, total
dimensions: 5200 mm x 500 mm x 300 mm. 

200 
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162 Ri�al Ri�al switch cabinet with Siemens Sima�c Panel touch
screen, type: 6AV6 643-OCD01-1AX1 and some Festo
equipment, dimensions cabinet: 1000 mm x 300 mm x
1000 mm. 

500 

163 Ri�al Ri�al switch cabinet, dimensions: 600 mm x 360 mm x 600
mm. 

10 

164 Ri�al Ri�al switch cabinet with Festo equipment, dimensions:
600 mm x 300 mm x 600 mm. 

10 

165 Ri�al 2 Ri�al switch cabinets with Festo equipment, dimensions
cabinets: 1000 mm x 300 mm x 1000 mm and 600 mm x
300 mm x 600 mm and Ri�al switch cabinet with electrical
components, dimensions: 800 mm x 300 mm x 1200 mm. 

150 

166 Ri�al Ri�al switch cabinet with Siemens Sima�c Panel touch
screen, Endress + Hauser Mul�point FMU 677
transmi�ers, Danfoss/Telemecanique/Siemens electrical
components, dimensions cabinet: 1720 mm x 300 mm x
2000 mm. 

500 

167 Ri�al Ri�al switch cabinet with 2 Siemens PRU 10.64 processors,
dimensions cabinet: 1550 mm x 300 mm x 2000 mm. 

100 

168 Krohne LTD Krohne LTD coriolis mass flow meter, type: Op�mass
7000F S15, serial number: G170000002303477, year of
construc�on: 2017. 

1200 

169 Krohne LTD Krohne LTD coriolis mass flow meter, type: Op�mass 7000
S15, serial number: G120000002302831, year of
construc�on: 2012 with Krohne LTD mass flow signal
convertor, type: MFC300W, serial number:
G120000002302831, year of construc�on: 2012. 

1200 

170 Krohne LTD Krohne LTD mass flow signal convertor, type: MFC400F,
serial number: G170000002303477, year of construc�on:
2017, 12-24 VDC, 12 W. 

1200 

171 Kieselmann Wooden pallet box with large amount of amongst other
Kieselmann valves, approximately: 50 pieces. 

3000 

172 Kieselmann Wooden pallet box with large amount of amongst other
Kieselmann valves, approximately: 30 pieces. 

2000 

173 Bühler AG / Aerzen Bühler AG / Aerzen vacuum blower, type: CMA 10.2, serial
number: 322163, year of construc�on: 1989, 2930 rates
per minute, dimensions: 1700 mm x 700 mm x 850 mm. 

500 

174 Bühler AG Bühler AG transit sta�on for silo's, dimensions: 1000 mm x
1100 mm x 1420 mm. 

500 

176 SIG SIG screw pump for chocolate, type: SUP 38, number:
480574, dimensions: 1000 mm x 400 mm x 450 mm. 

1000 

177 Gebr. Bauermeister
& Co 

Gebr. Bauermeister & Co chocolate pump, type: MP23,
machine number: 940763, year of construc�on: 1989,
drehzal: 160 rates per minute, dimensions: 900 mm x 300
mm x 350 mm. 

1000 

179 Ri�al/Bühler AG Ri�al/Bühler AG switch cabinet with Siemens Sima�c
Panel touch screen and various electrical components,
dimensions switch cabinet: 1600 mm x 600 mm x 2150
mm. 

1000 
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184 SIG SIG screw pump for chocolate, type: SUP 45, number:
480604, dimensions: 1200 mm x 600 mm x 900 mm. 

1000 

185 NN couplings Pallet with 6 various couplings. 1000 

186 GIS GIS hoist with s/s frame for li�ing big bags, type:
GCHK1000/2 NF 2m, year of construc�on: 2011, maximum
capacity: 1000 kg, 380/420 V, 3 Ph, 50 Hz, 0.72/0.18 A,
dimensions li�ing tool: 1000 mm x 1000 mm x 200 mm,
distance between railing: 2150 mm, total dimensions:
2300 mm x 1000 mm x 500 mm. Two railings not included
in the lot. 

1500 

187 GIS GIS hoist with s/s frame for li�ing big bags, type:
GCHK1000/2 NF 2m, fabrica�on/serial number: GCHK
1000/13118, year of construc�on: 2011, maximum
capacity: 1000 kg, 380/420 V, 3 Ph, 50 Hz, 0.72/0.18 A,
dimensions li�ing tool: 1000 mm x 1000 mm x 200 mm,
distance between railing: 2150 mm, including 2 railings,
total length: 4050 mm, total dimensions hoist: 2300 mm x
1000 mm x 500 mm. 

2000 

188 Gebr. Steimel GmbH
& Co 

Gebr. Steimel GmbH & Co gear pump for chocolate, type:
TM6-110P, number: 08 0601 1, year of construc�on: 2008,
dimensions: 900 mm x 350 mm x 300 mm. 

800 

189 Bar Bar 3-way valve, type: GTD-110.1/120-V22-F, number:
62004941, year of construc�on: 2011, pressure maximum:
10 bar, dimensions: 350 mm x 350 mm x 450 mm. 

100 

190 Soco System Soco System pallet magazine, model: Palmanager,
machine number: 50-2008, year of construc�on: 2008,
230 V, 1 Ph, 50 Hz, 0.2 A, inside dimensions: 1000 mm x
1200 mm, total dimensions: 1400 mm x 1350 mm x 1050
mm. 

500 

191 Viking Pump ING Viking Pump ING, model: K 4225, 0.75 kW, kW 0.75, n2=
83, dimensions: 1050 mm x 350 mm x 400 mm.  

500 

192 August Sauter
GmbH 

August Sauter GmbH floor weighing scale, type: E/04-
E2100, number: 0721644, year of construc�on: 1985,
maximum: 3000 kg, minimum: 10 kg, e = 200 gram / 500
gram / 1 kg, calibrated �ll: 05-2017, dimensions scale:
1400 mm x 1100 mm. 

500 

193 Bühler AG / Stäfa
Ven�lator AG 

Bühler AG ven�lator, type: HT 7, ar�cle number: 20229, Q:
6 m³/min, dimensions: 650 mm x 350 mm x 700 mm and
Stäfa Ven�lator AG ven�lator, type: MKV 12.22-016/R,
dimensions: 650 mm x 600 mm x 570 mm. 

50 

194 Gebr. Steimel GmbH
& Co 

Gebr. Steimel GmbH & Co gear pump for chocolate, type:
TM6-110P-GKGM, serial number: 1.PU10 3251-1, year of
construc�on: 2010, dimensions: 950 mm x 300 mm x 450
mm. 

800 

195 SIG SIG screw pump for chocolate, type: SUP 45, number:
480573, dimensions: 1000 mm x 400 mm x 450 mm. 

1000 

196 SIG SIG screw pump for chocolate, type: SUP 45, number:
480600, dimensions: 1000 mm x 400 mm x 450 mm. 

1000 
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198 SIG SIG screw pump for chocolate, type: SUP 52, number:
500541, dimensions: 1300 mm x 450 mm x 600 mm. 

1000 

202 DCE Dust Control
Equipment 

DCE Dust Control Equipment filter cabinet, type: UMA 100
H G1, serial number: 624540, 400 V, 3 Ph, 50 Hz, diameter
ou�eed: 750 mm, dimensions filter cabinet: 2750 mm x
1000 mm x 1100 mm, s/s infeed hopper, diameter hopper:
930 mm, height hopper: 1150 mm, Ouatar valve, type:
RFBN-BC-AZ-LED, serie: 92.07, dimensions: 1050 mm x 300
mm x 200 mm. 

500 

203 DCE Dust Control
Equipment 

DCE Dust Control Equipment filter cabinet, type: UMA 100
H G1, serial number: 624316, 400 V, 3 Ph, 50 Hz, diameter
ou�eed: 750 mm, dimensions filter cabinet: 2750 mm x
1000 mm x 1100 mm, s/s infeed hopper hopper, diameter
hopper: 930 mm, height hopper: 1150 mm. 

500 

204 NN infeed hopper S/s infeed hopper, dimensions: 800 mm x 1300 mm x 850
mm. 

800 

205 Ri�al Ri�al switch cabinet with Festo equipment, dimensions:
1000 mm x 300 mm x 1000 mm. 

50 

206 Lips AG Lips AG combina�on machine for mixing, gra�ng, kneading
and rolling, roll width: 300 mm, total dimensions: 1700
mm x 950 mm x 1350 mm. Including grinder parts. 

3500 

207 NN work table Steel work table with marble worktop, dimensions table:
2000 mm x 800 mm x 960 mm. 

250 

208 NN dosing tank Double jacketed dosing tank with lid, volume: 10 liter,
hea�ng: warm water, outlet: NW25 with Nocado valve,
diameter tank: 340 mm, height tank: 500 mm. 

500 

209 NN dosing tank Double jacketed dosing tank with lid, volume: 10 liter,
hea�ng: warm water, outlet: NW25 with Nocado valve,
diameter tank: 440 mm, height tank: 580 mm. 

600 

210 NN dosing tank Double jacketed dosing tank with lid, volume: 10 liter,
hea�ng: warm water, outlet: NW25 with Nocado valve,
diameter tank: 440 mm, height tank: 580 mm. 

600 

211 A + B Bürsten
Technik AG 

A + B Bürsten Technik AG cleaning machine for pipings,
type: Maxi-Pharma, machine number: P002, year of
construc�on: 1999, diameter brush: 70 mm, engine type:
TKDE 1300, 220 V, 3 VA, 50-60 Hz, pump, type: ETU 17,
230 V, 45 VA, 50 Hz, total dimensions: 2100 mm x 800 mm
x 1550 mm. 

1500 

212 NN work table Work table, s/s frame, plas�c worktops, dimensions: 1300
mm x 700 mm x 900 mm. 

50 

213 Lista Lista computer cabinet, dimensions: 720 mm x 720 mm x
1920 mm. Computer, monitor and keyboard not included. 

20 

214 Lista Lista steel cabinet, dimensions: 1000 mm x 500 mm x 2100
mm. 

20 

215 NN cabinet Steel cabinet for tools, dimensions: 650 mm x 220 mm x
800 mm. 

100 

216 NN pla�orm S/s pla�orm with 4 steps, dimensions: 2500 mm x 600 mm
x 1950 mm. 

50 
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217 Bühler AG Bühler AG automa�c five-roll refiner for chocolate, type:
FWw3, 5 rollers, roll width: 1000 mm, dimensions: 2400
mm x 1200 mm x 3100 mm. 

8000 

218 Me�ler Toledo Li�er for 120 liter meat bins with Me�ler Toledo weighing
scale, type: PBA 430-BC 300, serial number: 2773033,
maximum: 300 kg, minimum: 2 kg, e = 0.1 kg, dimensions
scale: 650 mm x 500 mm, dimensions meat bin: 550 mm x
550 mm x 800 mm, eleva�ng height: 5000 mm, total
height approximately: 6000 mm. 

800 

219 Lista Lista steel cabinet, dimensions: 1000 mm x 500 mm x 2120
mm. 

20 

220 NN silo Steel silo used for milk powder, diameter: 900 mm, height:
approximately 7500 mm. 

100 

221 NN silo Steel silo used for milk powder, diameter: 900 mm, height:
approximately 9750 mm. 

100 

222 NN silo Steel silo used for milk powder, diameter: 900 mm, height:
approximately 8150 mm. 

100 

223 NN silo S/s silo used for milk powder, diameter: 900 mm, height:
approximately 8150 mm. 

1000 

224 NN silo Steel silo used for milk powder, diameter: 900 mm, height:
approximately 8150 mm. 

100 

225 NN silo S/s silo used for milk powder, diameter: 900 mm, height:
approximately 8700 mm. 

1000 

226 NN silo Steel silo used for milk powder, diameter: 900 mm, height:
approximately 8200 mm. 

100 

227 NN silo Steel silo used for milk powder, diameter: 900 mm, height:
approximately 7500 mm. 

100 

228 NN silo Steel silo used for milk powder, diameter: 900 mm, height:
approximately 8450 mm. 

100 

229 Lista Lista steel cabinet, dimensions: 1000 mm x 500 mm x 2100
mm. 

20 

230 Ri�al Ri�al switch cabinet with Siemens Sima�c Panel touch
screen and large amount of electrical components, Ri�al
top therm enclosure cooling unit, type: SK 3304500, total
dimensions: 1800 mm x 400 mm x 2100 mm. 

300 

231 NN wall cabinet Wall cabinet with sliding doors, dimensions: 1000 mm x
440 mm x 1040 mm. 

20 

234 Croma Tech Croma Tech mixing tank with agitator, serial number:
770-1004, year of construc�on: 1998, volume:
approximately 400 liter, Mavag agitator, type: ASR 0.55
KW55U, fabrica�on number: F84.741, total dimensions:
1300 mm x 1100 mm x 2100 mm. 

2000 

235 NN receiving sta�on Receiving sta�on for liquid products, Siemens Sima�c OP 7
control panel, dimensions cabinet: 800 mm x 600 mm x
2100 mm. Pipings not included. 

200 

236 NN receiving sta�on Receiving sta�on for dry products, Sima�c OP37 control
panel, dimensions: 1200 mm x 800 mm x 1250 mm.
Pipings not included. 

500 
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237 NN receiving sta�on Receiving sta�on for liquid products, dimensions: 1000
mm x 250 mm x 600 mm. 

50 

238 Bühler AG Bühler AG mixing unit for silos with Bauer motor,
dimensions: 1300 mm x 1000 mm x 1750 mm. 

500 

239 Hans Güntner
GmbH 

Hans Güntner GmbH roof condenser, type: G FAH 100 B / 2
x 5 L, serial number: 6 02123, year of construc�on: 1990,
maximum pressure: 28 bar, maximum temperature: 100°C,
volume: 252 liter, 10 ven�lators, dimensions: 9500 mm x
2380 mm x 1500 mm. 

3000 

240 Hans Güntner
GmbH 

Hans Güntner GmbH roof condenser, 10 ven�lators,
dimensions: 10400 mm x 2380 mm x 1500 mm. 

3000 

241 Hans Güntner
GmbH 

Hans Güntner GmbH roof condenser, 10 ven�lators,
dimensions: 10400 mm x 2380 mm x 1500 mm. 

3000 

242 Hans Güntner
GmbH 

Hans Güntner GmbH roof condenser, 10 ven�lators,
dimensions: 10400 mm x 2380 mm x 1500 mm. 

3000 

243 Hans Güntner
GmbH 

Hans Güntner GmbH roof condenser, 10 ven�lators,
dimensions: 10400 mm x 2380 mm x 1500 mm. 

3000 

244 NN glucose tank S/s glucose tank with aluminium housing, volume:
approximately 10000 liter, dimensions: 2200 mm x 2000
mm x 3200 mm. 

1500 

245 Croma Tech Croma Tech double jacketed s/s tank with agitator, serial
number: 726-1004-R, year of construc�on: 1990, volume:
8000 liter, water heated, �ltable lid, 4 feet, diameter: 2000
mm, height: 3500 mm. 

5000 

246 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P2, machine
number: 2.3731, year of construc�on: 1983, capacity: �ll
2500 kg per hour, dimensions pump: 900 mm x 350 mm x
600 mm. 

500 

247 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS, serial
number: 492 09/01/A, dimensions: 900 mm x 350 mm x
450 mm. 

500 

248 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS, serial
number: 492 09/02 D, dimensions: 900 mm x 350 mm x
450 mm. 

500 

249 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS, serial
number: 492 09/02 C, dimensions: 900 mm x 350 mm x
450 mm. 

500 

250 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS, serial
number: 492 09/01 F, dimensions: 900 mm x 350 mm x
450 mm. 

500 

251 Croma Tech Croma Tech double jacketed s/s tank with agitator,
volume: 5000 liter, water heated, �ltable lid, 3 feet,
cylinder middle ou�eed, NW 40, diameter: 2100 mm, total
height: 2500 mm. 

4000 

252 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS, serial
number: 492 08/01 C, dimensions: 900 mm x 350 mm x
450 mm. 

500 
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253 Gebrüder
Bauermeister & Co 

Gebrüder Bauermeister & Co steel water heated tank,
type: WB 4000, machine number: 37615, volume: 4000
liter, �ltable lid with measuring equipment, diameter:
1600 mm, height: 3100 mm. 

1000 

254 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS, serial
number: 48755/01 B, dimensions: 900 mm x 350 mm x
450 mm. 

500 

255 Gebrüder
Bauermeister & Co 

Gebrüder Bauermeister & Co steel water heated tank,
type: WB 4000, machine number: 37614, volume: 4000
liter, �ltable lid with measuring equipment, diameter:
1600 mm, height: 3100 mm. 

1000 

256 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS,
dimensions: 900 mm x 350 mm x 450 mm. 

500 

257 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P2, machine
number: 2.3931, year of construc�on: 1986, capacity: �ll
2500 kg per hour, dimensions pump: 900 mm x 350 mm x
600 mm. 

500 

258 Wilhelm Rasch KG Wilhelm Rasch KG chocolate pump, type: P1S, machine
number: 23890, year of construc�on: 1986, capacity: �ll
1000 kg per hour, dimensions pump: 900 mm x 350 mm x
600 mm. 

500 

259 NN cabinets 4 steel cabinets, dimensions: 4600 mm x 1000 mm x 2150
mm. 

100 

260 Luwa Luwa hea�ng and cooling unit for chocolate, with Sterling
Fluid Systems KG pump, number: D-98-27037-01 and
Leroy Somer motor, 3 kW, dimensions unit: 2100 mm x
900 mm x 2500 mm, dimensions switch cabinet: 1200 mm
x 500 mm x 2150 mm. 

100 

261 Ri�al Ri�al switch cabinet with Siemens Sima�c S5 PS 3 A power
supply and Siemens frequency invertor, dimensions
cabinet: 800 mm x 500 mm x 2000 mm. 

400 

262 Ri�al Ri�al switch cabinet with 2 Al�var frequency invertors, 1
Siemens frequency invertor, 1 Telemecanique frequency
invertor, 1 So�pack Klöckner Moeller frequency invertor,
dimensions cabinet: 800 mm x 500 mm x 2000 mm. 

850 

263 Ri�al Ri�al switch cabinet with Siemens Sima�c S5 PS 3 A power
supply, dimensions cabinet: 800 mm x 500 mm x 2000
mm. 

250 

264 Ri�al Ri�al switch cabinet with Siemens Sima�c S5 PS 3 A power
supply, dimensions cabinet: 800 mm x 500 mm x 2000
mm. 

250 

265 Ri�al Ri�al switch cabinet with 2 Al�var frequency invertors and
2 So�pack Klöckner Moeller frequency invertors,
dimensions cabinet: 800 mm x 500 mm x 2000 mm. 

600 

266 Ri�al Ri�al switch cabinet with Siemens Sima�c S5 PS 3 A power
supply and 1 Siemens micromaster 6SE2221-3DC50
frequency invertor, dimensions cabinet: 800 mm x 500
mm x 2000 mm. 

400 
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267 Ri�al Ri�al switch cabinet with Siemens Sima�c S5 PS 3 A power
supply, dimensions cabinet: 800 mm x 500 mm x 2000
mm. 

250 

268 Ri�al Ri�al switch cabinet with 1 Al�var frequency invertor,
type: ATV 32HD11NV, 2 So�pack Klöckner Moeller
frequency invertors and 1 Siemens frequency invertors,
dimensions cabinet: 800 mm x 500 mm x 2000 mm. 

700 

269 Ri�al Ri�al switch cabinet with Siemens Sima�c S5 PS 3 A power
supply and So�pack Klöckner Moeller, dimensions cabinet:
800 mm x 500 mm x 2000 mm. 

400 

270 Frigoris AG Frigoris AG ver�cal air cabinet, model: Airwell 1900,
refrigerant: R-407C, dimensions: 1000 mm x 500 mm x
1800 mm. 

1000 

271 Gaerner Gaerner steel cabinet, dimensions: 950 mm x 500 mm x
1950 mm. 

10 

272 NN pallet racks 10 steel pallet racks on rails, 2 floors each, dimensions
rack: (10x) 1200 mm x 900 mm x 2200 mm, length rails:
(12x) 3850 mm. 

2000 

276 Bühler AG Bühler AG rotary valve with airlock, type: MPSF 28/30,
number: 10244077, 1700 dm3/min,  including filter
cabinet, s/s platofrm and Simatec control panel. 

1000 

277 S/s tank S/s double jacketed mel�ng tank with agitator, volume:
approximately 100 liter, 0.75 kW.  

3500 

278 SSP Pumps SSP Pumps rotary lobe pump, type: SR/2/018/LS, capacity:
400-800 liter/dimensions: 900 mm x 350 mm x 450 mm. 

500 

400 Alfa Laval Alfa laval heat exchanger, type: P13-EB, number:
2233-1420, 2 zones, plate thickness: (1x) 90 mm and (1x)
410 mm, plate width: 900-920 mm, capacity: 6000-7000 l/
h. On another loca�on in Be�wiesen (CH), pick up and
viewing in consulta�on with Industrial Auc�ons BV. 

1250 

401 Yale Industrial
Products GmbH 

Yale Industrial Products GmbH hoist, model: V SMB3, year
of construc�on: 1997, height li�: 3000 mm, capacity: 3000
kg. On another loca�on in Be�wiesen (CH), pick up and
viewing in consulta�on with Industrial Auc�ons BV. 

50 

402 Kito Kito hoist, capacity: 1000 kg, with Yaskawa Electric motor,
1.5 kW. On another loca�on in Be�wiesen (CH), pick up
and viewing in consulta�on with Industrial Auc�ons BV. 

50 

403 NN cabinet Steel cabinet with large amount of Festo parts. On another
loca�on in Be�wiesen (CH), pick up and viewing in
consulta�on with Industrial Auc�ons BV. 

300 

404 NN hea�ng system Hea�ng system consis�ng of: s/s tank with agitator, Sew /
Usocome pump, type: RX1VU1EF DT80K4, screw pump
and control cabinet. On another loca�on in Be�wiesen
(CH), pick up and viewing in consulta�on with Industrial
Auc�ons BV. 

500 
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405 Pfister Pfister weighing scale, type: 200.92, fabric number: 38780,
minimum weight: 50 kg, maximum weight: 1000 kg,
dimenisons scale: 1250 mm x 1000 mm. On another
loca�on in Be�wiesen (CH), pick up and viewing in
consulta�on with Industrial Auc�ons BV. 

100 

406 Berkel Berkel weighing scale, minimum weight: 200 g, maximum
weight: 100 kg, dimensions: 700 mm x 850 mm x 1750
mm. On another loca�on in Be�wiesen (CH), pick up and
viewing in consulta�on with Industrial Auc�ons BV. 

10 

407 RVT Systeme RVT Systeme agitator, type: N53/90, machine number:
89/79744, 15.0 kW, 344 Upm. On another loca�on in
Be�wiesen (CH), pick up and viewing in consulta�on with
Industrial Auc�ons BV. 

200 

408 Pion Pion grain mill for cold grinding, 20/35 kW, 730/1465 rpm,
dimensions: 1700 mm x 1400 mm x 2300 mm. On another
loca�on in Be�wiesen (CH), pick up and viewing in
consulta�on with Industrial Auc�ons BV. 

10 

409 NN pump Mobile pump with gearbox, type: SH 70 R8, number:
30/69/27469. On another loca�on in Be�wiesen (CH), pick
up and viewing in consulta�on with Industrial Auc�ons BV.

100 

410 NN pump Pump,  type: SR 160 L-100L4, number: 200028. On
another loca�on in Be�wiesen (CH), pick up and viewing
in consulta�on with Industrial Auc�ons BV. 

100 

411 Häny AG Häny AG pressure booster pump, type SV1614F150T,
number: 040304.00081 Q: 9-24 m3/h, H: 228-100 m, 15.0
kW, diameter outlet: 50 mm. On another loca�on in
Be�wiesen (CH), pick up and viewing in consulta�on with
Industrial Auc�ons BV. 

500 

413 NN CIP installa�on CIP installa�on, consis�ng of: rinsing-, caus�c- and acid
tank, capacity: (3x) 1800 liter,  5 purge circuits with supply
tank, capacity: 1300 liter, heat exchanger and centrifugal
pumps for pipe cleaning. On another loca�on in
Be�wiesen (CH), pick up and viewing in consulta�on with
Industrial Auc�ons BV. 

5000 

415 CMAI CMAI ultra high temperature plant used for liquids with
solid content of up to 30%, consis�ng of: Finnah tubular
heater, s/s tank, frequency converter, pumps and control
cabinet. On another loca�on in Be�wiesen (CH), pick up
and viewing in consulta�on with Industrial Auc�ons BV. 

2000 

416 E. Prang & Co
Apparatenbau 

E. Prang & Co Apparatenbau s/s tube heat exchanger,
fabric number: 33075, year of construc�on: 1995, 10
bar. On another loca�on in Be�wiesen (CH), pick up and
viewing in consulta�on with Industrial Auc�ons BV. 

500 

417 Busch Busch weighing scale, minimum weight: 200 g, maximum
weight: 100 kg, dimensions: 580 mm x 810 mm x 1950
mm. On another loca�on in Be�wiesen (CH), pick up and
viewing in consulta�on with Industrial Auc�ons BV. 

10 
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General Terms of the online auc�on 

Ar�cle 1. Defini�ons

Delivery: the actual delivery of the lot to the buyer or to his authorized representa�ve;

Bid: each by a user in the auc�on (for a lot) bid amount;

User: the one who has registered on the website;

User Agreement: the agreement between Industrial Auc�ons and the user;

Lot: an ar�cle, or a number of ar�cles that are auc�oned together (under one number);

Purchase Price: the amount of the highest -allocated- bid increased by the Buyers

Premium above the highest bid and the VAT owed;

Purchase Agreement: the purchase agreement between buyer and seller;

Buyer: the user to whom the lot is allocated;

Registra�on: registra�on of the user on the website by comple�ng the registra�on form

found on the website;

Specific Online Auc�on Terms and Condi�ons: besides, in addi�on to or devia�ng from

these General Terms and Condi�ons, applicable regula�ons that apply, as stated on the

website for the specific auc�on;

Alloca�on: the declara�on of Industrial Auc�ons that a lot or combina�on of lots has

been allocated by payment of the purchase price to the highest bidder. Seller hereby

irrevocably authorizes Industrial Auc�ons to assign and sell ar�cles on behalf of the

seller(s);

Auc�on: internet sales organized by Industrial Auc�ons of movable goods;

Seller: the person(s) a lot is being auc�oned in whom/whose commission;

Website: website www.Industrial-Auc�ons.com, which is maintained by Industrial

Auc�ons, based in Oirschot;

Ar�cle 2. Applicability

2.1 These General Terms and Condi�ons apply both to the rela�onship between sellers

and Industrial Auc�ons, as the rela�onship between users/buyers and other third

par�es on the one hand and on the other hand Industrial Auc�ons. These condi�ons

therefore apply to (being) organized auc�ons by Industrial Auc�ons and through the

par�cipa�on in auc�ons by users and/or buyers.

2.2 The applicability of other General Condi�ons than the present, and (where

applicable) the Specific Online Auc�on Terms and Condi�ons is excluded.

Ar�cle 3. Registra�on on the website and the use

3.1 By registra�on on the website a user is able to follow the progress of auc�ons on the
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website. The user agreement is not transferable. By registra�on the user provides his

personal details to Industrial Auc�ons and chooses his own password to access the

website.

3.2 Industrial Auc�ons confirms the registra�on by e-mail to the user on the specified e-

mail address, a�er which user can gain access to the auc�on by using his chosen

password. User is obliged to behave a�er granted access to the website and do not

inflict damage to the website or to other users. User is liable for all ac�vi�es that occur

on the website a�er that access has been gained by using the password of user.

3.3 The user guarantees the accuracy and completeness of the provided personal details

at registra�on. If the personal details change at any �me, the user is obliged to inform

Industrial Auc�ons by return of such change(s).

3.4 Industrial Auc�ons reserves the right to refuse registra�on and to terminate

unilaterally, without giving a reason.

3.5 Industrial Auc�ons takes obtained personal data in records kept for that purpose.

Through registra�on on the website, the user gives consent to the use and the storage

and processing of the personal data recorded.

3.6 The user is forbidden to reproduce the website or any part thereof or make available

(through deep linking or otherwise) without the prior wri�en consent of Industrial

Auc�ons. Intellectual property is retained by Industrial Auc�ons.

3.7 By (one-off) registra�on user accepts these General Terms and Condi�ons each �me

that user logs on to the website and whether or not bids.

Ar�cle 4. The auc�on

4.1 Industrial Auc�ons reserves the right to cancel an auc�on earlier than reported on

the website or to extend one. In case of a technical malfunc�on of the website, causing

it not complete and/or inaccessible to all users, Industrial Auc�ons reserves the right to

extend the auc�on.

4.2 The effec�veness of the internet and its website depends on many factors and many

others. Industrial Auc�ons is not in control of many factors and can accept no liability for

things they are not in control off. User and seller declare themselves familiar with and

agree with the special circumstances of an internet auc�on and with the technical

imperfec�ons that can arise. Industrial Auc�ons must therefore limit its liability. For

example, it may involve down�me, interrup�ons, delays in the connec�on,

maintenance, updates, viruses, limited accessibility, et cetera et cetera. Industrial

Auc�ons is not liable for any damage that might result therefrom.

4.3 Industrial Auc�ons hereby exclude to both the user and the seller any liability for any

damage directly and/or indirectly, in any way arise, including but not limited to the

damage arising from the use of the website, unless there is intent or willful recklessness

of Industrial Auc�ons.

4.4 Industrial Auc�ons also accepts no liability for any damage whatsoever that arises in
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any way by and/or arising from:

- Ac�ons by the user that may have been prompted by informa�on placed on the

website;

- The impossibility of using the website (completely) and/or another malfunc�on in the

website or the suppor�ng system;

- The failure of the lots to the specifica�ons as reported on the website;

- The fact that the informa�on on the website is incorrect, incomplete or out of date;

- Errors in the so�ware and/or the suppor�ng system of the website;

- The unlawful use of systems, including the website of Industrial Auc�ons by a third

party;

- Acts of the seller a�er the user has concluded a purchase agreement;

4.5 Industrial Auc�ons organizes online auc�ons on behalf of sellers. She does not sell

own products. Industrial Auc�ons reserves the right to cancel an auc�on, earlier than

reported on the website, or to extend one.

Ar�cle 5. Security

5.1 Industrial Auc�ons strives to secure its systems against loss of data and/or any form

of unlawful use and takes appropriate technical and organiza�onal measures, including

taking into account the state of the technology.

5.2 Industrial Auc�ons is not liable for loss of data, damage to files, unlawful access to

computers or files, viruses spread via the website or other unlawful programs or files or

any other consequence of the use made of the website.

5.3 The website may contain links to other websites. Industrial Auc�ons has no control

over such sites and is not responsible for the content of those sites.

Ar�cle 6. Descrip�on lots

6.1 Industrial Auc�ons and the person on whose behalf the lot will be auc�oned strive

to achieve the greatest possible accuracy and clarity of the descrip�on of a lot on the

website, auc�on catalogs, other auc�on brochures, adver�sements and such, without

any liability for damages arising from incorrect or incomplete descrip�ons or other

damage.

6.2 Pipes, cables and/or other connec�ons for energy, control or produc�on that are

located on/in a lot are to be, unless expressly stated in the Specific Online Auc�on Terms

and Condi�ons stated, only sold to the first valve, fi�ng or aplied mark. Underground or

built-in connec�ons never are part of the lot, unless explicitly stated otherwise in the

Specific Online Auc�on Terms and Condi�ons.

Ar�cle 7. Adjustments; opera�on

7.1 If and insofar as any clause of these General Terms and Condi�ons is invalid or
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unenforceable, the remaining clauses of these General Terms and Condi�ons will remain

valid. Industrial Auc�ons will then adopt a new clause to replace the invalid/annuled

clause, as far as possible the scope of the invalid/annuled clause shall be respected.

7.2 Industrial Auc�ons can, in addi�on to these General Terms and Condi�ons, declare

the Specific Online Auc�on Terms and Condi�ons applicable. They are therefore already

accepted by the user. In case of contradic�on prevails the clause of the Specific Online

Auc�on Terms and Condi�ons over the clause in these General Terms and Condi�ons.

7.3 The present General Terms and Condi�ons may be deviated only when this is

s�pulated in wri�ng by an authorized representa�ve of Industrial Auc�ons.

7.4 Industrial Auc�ons reserves the right to modify these General Terms and Condi�ons.

Changes take effect 24 hours a�er an e-mail is communicated to the user or if they

(digital) have been accepted comes into effect.

Ar�cle 8. Auc�on organiza�on by Industrial Auc�ons

8.1 The organiza�on, prepara�on and execu�on of the auc�on lie with Industrial

Auc�ons.

8.2 Industrial Auc�ons has the authority before, during or a�er the auc�on without

assigning any reasons:

- Not to recognize a bid as such; 

- To exclude one or more users from the auc�on; 

- To consolidate ar�cles into lots, to split lots and take lots from the auc�on;

- To repair mistakes made by Industrial Auc�ons in bids and/or alloca�ons, without a

user is able to make use of these errors and/or derive any rights from them;

- Lots whether or not to allocate; 

- To implement other, in the opinion of Industrial Auc�ons, useful or necessary measures

or changes;

8.3 Industrial Auc�ons is authorized before par�cipa�on in certain auc�ons and/or bids

on certain lots to require prior, from the user, a bank guarantee or other form of security

to the choice and sa�sfac�on of Industrial Auc�ons (to be judged by Industrial Auc�ons)

8.4 The judgment of Industrial Auc�ons concerning what has taken place before, during

or a�er the auc�on, is binding.

Ar�cle 9. Bid; Purchase Agreement

9.1 The user can place a bid on the website on one or more lots. Every bid is

uncondi�onal, irrevocable and without reserva�on. Industrial Auc�ons and/or the seller

is/are en�tled, without giving any reason not to accept bids. Bids are placed exclusive

buyers premium and VAT. Industrial Auc�ons is authorized to place bids on behalf of

third par�es.

9.2 If a lot is accompanied by one or several other lots as a combina�on in auc�on this
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shall be indicated on the page of the individual lot. In that case, there can be placed bids

first on the individual lots of the combina�on and a�er the closing of all individual lots,

offered on the combined lot. Individual lots can be allocated only if the total amount of

the highest sustainable bids on the individual lots is higher than the highest sustainable

bid on the combina�on. The combina�on will be allocated solely if the highest

sustainable bid on the combina�on is higher than the total amount of the highest

sustainable bids on the individual lots.

9.3 Bids can be placed in the form of a "sta�c bid" or a "proxy bid". In a sta�c bid, the

user places a bid in the form of a fixed amount per lot. In a proxy bid the user indicates

the maximum price he is willing to pay for the lot. The auc�on system then ensures that,

a�er outbidding by a third party, in the name of the user, the minimally possible higher

bid is introduced, as long as the maximum indicated by the user has not been reached. A

proxy bid can only be disabled by the user by placing a sta�c bid that at that moment is

the highest bid.

9.4 The purchase agreement arises through alloca�on. Alloca�on is generally given to

the user who has made the highest bid. By applying the clause of ar�cle 9.1, through

condi�ons for alloca�on as included in the Specific Online Auc�on Terms and Condi�ons

or for other reasons at the discre�on of Industrial Auc�ons may be allocated to a

different user than the user who has placed the highest sustainable bid instead.

9.5 The buyer will get within 48 hours a�er the auc�on has been closed, at least as

quickly as possible (Saturday, Sunday and holidays not included) confirmed by e-mail on

behalf of the seller(s) that the purchase agreement has been concluded. If the user does

not get an e-mail within the period men�oned above, this means that his bid has not

been allocated. Industrial Auc�ons reserves the right not to allocate or to allocate  under

suspensive condi�on(s).

9.6 The risk of the lot(s) is transferred from the seller to the buyer at the moment of

alloca�on. The seller is up to the alloca�on obliged to properly insure the goods and

maintain properly insured against fire, explosion and water damage and the�. Seller is

also obliged to take out adequate insurance and liability insurance and maintain so. The

policies and the proof of premium payment of these insurances (or at least copies of

them) must be provided by seller on first request to Industrial Auc�ons.

9.7 Industrial Auc�ons is not a party to the purchase agreement but merely mediates in

the crea�on of purchase agreements between buyer and seller. Its content is always

precisely defined. Seller and buyer realize there on the part of Industrial Auc�ons may

involve a conflict of interest. Buyer and seller hereby give permission to Industrial

Auc�ons for simultaneously serving (the interests of) the buyer and seller.

9.8 If there is a forced sale, this will be stated in the Specific Online Auc�on Terms and

Condi�ons.

9.9 In the event seller is a trustee in his capacity as receiver, ar�cle 7:19 Civil Code
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applies.

9:10 If the auc�on takes place in the presence of a notary or bailiff, he will supervise the

auc�on and the bids placed there and alloca�ons.

Ar�cle 10. Guarantees, claims and indemni�es

10.1 Industrial Auc�ons sells third party products, for third par�es. Seller and buyer

realize that Industrial Auc�ons is unaware or may be of the nature, condi�on or similar

of the sold. Industrial Auc�ons and/or the seller provide regarding the lots and possible

claims of third par�es to these, no warran�es of any kind. Buyer waives all rights which

do not belong to the buyer under mandatory law.

10.2 The lots are sold in the state in which they exist on the date of alloca�on with all its

possible defects, benefits and burdens. Industrial Auc�ons and/or seller give in no

indemnity for visible or hidden defects or warranty in connec�on with completeness,

numbers, func�oning, usability, saleability, the existence or absence of rights or claims

of third par�es and or the possibility of transfer to third par�es. Defects of whatever

kind, disappointed expecta�ons of the buyer and/or receiving third par�es do not

provide any en�tlement to (damage) compensa�on and/or se�lement and/or

suspension. The buyer shall be deemed to have carefully examined the lot bought by

him beforehand.

10.3 If in respect of the lots claims of third par�es arising from property reserved,

(intellectual) property rights and/or other third party rights be exercised, Buyer shall

keep the relevant lot(s) for those third party(ies), under the obliga�on to issue this first

request to that third party(ies), or otherwise to make appropriate arrangements with

such third par�es.

10.4 The seller shall indemnify Industrial Auc�ons against each claim of third party(ies).

The buyer indemnifies Industrial Auc�ons and/or the seller against each claim by a third

party in connec�on with the purchase agreement.

Ar�cle 11. Payment obliga�ons of the buyer

11.1 The buyer has the obliga�on to pay the purchase price within three days (not

including Saturday, Sunday and holidays) a�er confirma�on of the purchase agreement

on a by Industrial Auc�ons indicated account number. Payment must be made in Euros

or in another currency indicated by Industrial Auc�ons.

11.2. The buyer is not en�tled to any se�lement or suspension.

11.3 The buyer is obliged to first request to provide (addi�onal) security (such as a bank

guarantee and or pledge). The buyer hereby grants an irrevocable power of a�orney to

Industrial Auc�ons to (do) se�le rights of pledge both before and a�er delivery on

behalf of the buyer for the benefit of Industrial Auc�ons. The buyer declares to be

authorized to do so.
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11.4 In case of late payment of the purchase price 15% of the purchase price, being a

fixed amount for collec�on costs and/or extrajudicial costs,  will be charged to the buyer

by Industrial Auc�ons plus the statutory interest on the outstanding amount plus 3% per

year, with effect from the date the payment had to be made un�l the date of effec�ve

payment.

Ar�cle 12. Viewing days, auc�on days, pick-up days

12.1 The seller and/or Industrial Auc�ons can organize viewing days and pick-up days.

The par�es realize that Industrial Auc�ons does not have any influence or control over

the goods, the loca�on or the circumstances in which the viewing days and pick-up days

are being organized. Therefore, Industrial Auc�ons can not accept any liability. Whoever

enters buildings and/or grounds on viewing days or delivery days does so en�rely at

their own risk. It is compulsory to follow up instruc�ons given by Industrial Auc�ons

and/or by Industrial Auc�ons hired people. Industrial Auc�ons and the seller do not

accept any liability for damage arising on viewing days, or entering the buildings or

grounds  or the consequences that that entails.

Ar�cle 13. Delivery

13.1 If and as soon as the buyer has met all his payment obliga�ons, the buyer may pick

up the lot(s) at the by Industrial Auc�ons determined �mes and place on presenta�on of

a proper iden�fica�on, being the delivery. The delivery is fully at the expence and risk of

the buyer. The buyer is obligated to pick up the lot(s) not later than the date specified in

the Specific Online Auc�on Terms and Condi�ons. Industrial Auc�ons can s�pulate that

(a) certain(e) lot(s) can be picked up only a�er the picking up of other lots.

13.2 Before delivery the buyer is deemed to have fully explored the lot well and buy the

lot in the condi�on in which it is. A�er the delivery the purchase agreement can no

longer be terminated or destroyed by the buyer. Pipes, cables and/or other connec�ons

that are located on/in a lot are to be, unless otherwise provided by law or Industrial

Auc�ons expressly stated otherwise, only part of the purchased up to the first valve,

fi�ng, or the applied mark. Underground or built-in pipes, cables or other connec�ons

are not part of the purchased, unless explicitly stated otherwise  by Industrial Auc�ons.

13.3 If it appears that a lot can not be delivered because of claims by third par�es or

because of the fact that the delivery would cause unacceptable damage to the buildings

or premises where the lot is situated or for other reasons appears to be objec�onable

(at the discre�on of Industrial Auc�ons), Industrial Auc�ons is en�tled to terminate the

purchase agreement. This termina�on occurs by e-mail and/or registered le�er to the

buyer at the address supplied by the buyer, wherea�er Industrial Auc�ons and/or the

seller have no further obliga�on than to refund already made payments by the buyer to

Industrial Auc�ons in respect of the purchase of the lot(s).

13.4 The buyer whose lot(s) obstructs the collec�on of other lots, is obliged immediately
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a�er e-mail and/or summons by Industrial Auc�ons to the address specified by the

buyer to take care of the collec�on of his lot(s), failing which Industrial Auc�ons is

en�tled to make this collec�on and possible storage happen by third par�es for the

account of the buyer.

13.5. Ownership of the goods passes a�er delivery, but not before the buyer has fulfilled

all his obliga�ons (and the seller or other third par�es have given their consent). A�er

alloca�on the buyer is obliged to properly insure and maintain properly insured against

fire, explosion, water damage and the� and to provide the insurance policy and proof of

premium payment of this insurance on first request to Industrial Auc�ons. The buyer is

obliged to respect rights of third par�es.

Ar�cle 14. Termina�on

14.1 If the buyer fails to perform any obliga�on under the agreement  with Industrial

Auc�ons or the purchase agreement, including but not limited to failure to �mely or

complete payment of the purchase price; not picking up the lot(s) in �me and/or not

providing the required informa�on for delivery, finds the buyer is legally in default

without further no�ce being required, and Industrial Auc�ons may terminate the

agreement between herself and the buyer. Industrial Auc�ons may terminate the

purchase agreement on behalf of the seller. In that case Industrial Auc�ons is allowed to

assign the lot(s)  to another without Industrial Auc�ons and/or the seller is/are held to

any (damage) compensa�on.

14.2 In the event of termina�on referred to in 14.1, the buyer owes Industrial Auc�ons

in addi�on to the buyers premium a lump sum amount of 25% of the purchase price to

cover administra�ve, storage, insurance and transport costs, etc., undiminished  the

right of Industrial Auc�ons and/or the seller to claim full compensa�on.

Ar�cle 15. Liability

15.1 Industrial Auc�ons works on loca�ons which she has no control over, with things

that are not hers. Therefore she must limit her liability, otherwise she runs too much

risk, while she herselve is not in a posi�on to limit the risks. Industrial auc�ons is not in

control of the sites, auc�ons, IT environments and auc�oned goods. The liability of

Industrial Auc�ons (if and when a�er applica�on of the other provisions of the contract

s�ll remaining) is at all �mes and in all cases limited to the amount to which the liability

insurance of Industrial Auc�ons in a given case en�tlement to benefits. If Industrial

Auc�ons is uninsured, the insurer will not cover grants or for whatever reason, no

payment takes place, then the liability of Industrial Auc�ons in any case is limited to €

5,000.00. Any claim on Industrial Auc�ons (both property law and contract law), is not

transferable or to encumber. This limita�on does not apply to intent or gross negligence

of Industrial Auc�ons.
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15.2 Industrial Auc�ons is not liable for any indirect or consequen�al damages.

Compensa�on for indirect damage is excluded at all �mes and in all cases, including at

least but not limited to consequen�al damages, lost profits, lost savings and damage due

(corporate) stagna�on, loss of goodwill, loss of data, and such. Furthermore, any liability

of Industrial Auc�ons is excluded in connec�on with any defect of the lot(s) or in respect

of (alleged) infringement of the rights of (the intellectual property of) third par�es. The

buyer declares that he acknowledges that in respect of the lot(s) possibly rights (of

intellectual property) rest with third par�es.

15.3 Industrial Auc�ons and the seller are not liable for:

- Damage to persons or property or business prior to the closing of the purchase

agreement or prior to alloca�on arising or resul�ng;

- Damage to on, through or in connec�on with the purchased goods caused (including

the loss of the good itself);

- Visible and invisible defects. The buyer is required to do research. If the buyer neglects

 that, then the consequences are for the buyer;

- Damage caused by environmentally harmful substances in or on the purchased;

- Damage caused by computer failures (both in terms of hardware, so�ware, viruses,

files, internet, all in the broadest sense);

- Damage caused by power of disposi�on of the seller or rights of third par�es which

causes damage to the buyer;

15.4 In engaging third par�es Industrial Auc�ons will always exercise due care. Industrial

Auc�ons is not liable  for any shortcomings of these third par�es. For that the seller and

the buyer safeguard Industrial Auc�ons.

15.5 Any right of the buyer or the seller shall expire two months a�er the alloca�on,

notwithstanding the provisions to art. 6:89 BW.

Ar�cle 16. Applicable law

16.1 All agreements between Industrial Auc�ons and third par�es is governed by Dutch

law.

16.2 The Dutch text of the General Terms and Condi�ons is the original text. If the

General Terms and Condi�ons are used in several languages, the Dutch text will

therefore be given preference in case of ambigui�es or contradic�ons.

16.3 In the event of a dispute, the competent court within the district of “Oost-Brabant”

has jurisdic�on to hear the dispute, notwithstanding the competence  to Industrial

Auc�ons to submit a dispute to the competent court according to the law.
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Notes 
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Address: Looyenbeemd 11

5652 BH Eindhoven, Netherlands
Tel.: +31 (0)40 2409 208 
Fax: +31 (0)40 2409 209 
Email: info@industrial-auc�ons.com 
Web: www.industrial-auc�ons.com 

Upcoming auc�ons:
12-07 Online auc�on used food machinery on behalf of Queally

Group in Naas (IE) 
26-06 Online auc�on machinery for the complete food industry in

Brokstedt (DE) 
03-07 Online auc�on fish processing machinery and inventory on

behalf of Klaas Puul België NV formerly Akta NV in Puurs (BE) 
28-06 Online auc�on machinery for the complete food industry in

Raciaz (PL) 
03-07 Online auc�on machinery and inventory on behalf of Klaas

Puul BV in Volendam (NL) 
04-07 Online auc�on fish and meat processing machinery in Urk

(NL) 
05-07 Online auc�on machinery and inventory for the food industry

on behalf of Feldhues Fleischwarenbetriebe GmbH in
Metelen (DE) 

24-07 Online auc�on machinery for the complete food industry on
behalf of Windsor Food Machinery Ltd in Ashford (UK) 
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