Online auc�on machinery for the food industry in
Sevenum (NL)

Closing: 04 May 2021 from 14:00 hrs.

Viewing day:
Address:
Spoorstraat 7
5975 RK Sevenum
Netherlands

General terms and condi�ons of the online auc�on
Closing date
Viewing
Organizing Company

Buyers premium
V.A.T
Pickup date
Pickup address
Delivery instruc�ons

Payment details

General terms and
condi�ons of sale
Combina�ons

Prolonga�on

04 May 2021 from 14:00 hrs.
Industrial Auc�ons BV
Looyenbeemd 11
5652 BH Eindhoven, Netherlands
Tel.: +31 (0)40 2409 208
Fax: +31 (0)40 2409 209
E-mail: info@industrial-auc�ons.com
17% over the highest bid
21% over the highest bid including Premium
11 May 2021 from 09:00 �ll 16:00 hrs.
Spoorstraat 7
5975 RK Sevenum
Netherlands
The buyer is fully responsible for the dismantling, loading and
transporta�on of the bought lots. Industrial Auc�ons B.V. cannot accept
any responsibility unless indicated otherwise. The delivery (pick-up
bought lots) will only take place on the men�oned delivery date/�me and
address.
Before collec�on of the goods your payment has to be fulﬁlled. It is
possible to transfer the amount due to our account at Rabobank, account
number 157198367 in Best (NL), IBAN: NL80RABO0157198367, BIC:
RABONL2U or to transfer the amount due to our account with ING-bank,
account number 005033999 in Best (NL). IBAN: NL34INGB0005033999,
BIC: INGBNL2A or to our account at Gladbacher Bank AG in
Mönchengladbach (DE), account number 87176010, BLZ 310 601 81,
IBAN: DE83310601810087176010, BIC: GENODED1GBM, indica�ng
invoice- and buyer number.
On the auc�on general terms and condi�ons of the online auc�on are
applicable concerning the (possible) purchase of moveable assets,
furthermore these speciﬁc terms and condi�ons.
All lots in a combina�on will be sold individually ﬁrst. The star�ng bid of
the combina�on is the total amount of the individual bids. The
combina�on will open a�er all individual lots are closed. If the
combina�on is sold it overrules the individual bids, if not the individual
bids are applicable.
If a bid is made in the last 5 minutes the lot closes, the closing �me of that
lot will be extended with 5 minutes un�l no bids are made.
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Nr
1

Title
Fimer S.N.C.

2

Rhein-Nadel
Automa�on GmbH

3

Hardland Machine
Systems

4

Gherri Gino

5

A. Bertaud

6

NN mixer

7

NN washing machine

8

Weber
Schraubautomaten

9

FP Interna�onal

Descrip�on
Fimer S.N.C. monoblock ﬁller for liquids with 12 ﬁlling
heads and bo�le closer, model: DRT 2-12-1PK, serial
number: 2506, year of construc�on: 2007, 380 V, 50
Hz, 5.5 kW, 3-6 bar, input bo�le: 9 mm, Canelli Tech srl.
eleva�ng belt with dividers, model: VB-CAP, serial
number: A07000600, year of construc�on: 2007, 400 V,
50 Hz, 0.37 kW, s/s frame, plas�c belt, belt width: 150
mm, distance between dividers: 130 mm, eleva�ng
height: 3500 mm, total dimensions: 2800 mm x 1420
mm x 3350 mm. Including 2 trolleys with 6 crates of
parts.
Rhein-Nadel Automa�on GmbH rotary cap feeder,
type: SRC-N 400-2R, serial number: 07808, 200 V, 50
Hz, 4.26 A, clearance: 190 mm x 100 mm, maximum
width caps: 50 mm, total dimensions: 1000 mm x 850
mm x 215 mm.
Harland Machine Systems rotary labelling machine
with 12 heads, type: EUROPA, serial number:
J17305/02, year of construc�on: 2007, 240 V, 50 Hz, 20
A, weight: 3000 kg, (2x) plas�c mesh belt, belt width:
80 mm, belt width: 60 mm, total dimensions: 3500 mm
x 2380 mm x 2230 mm.
Gherri Gino pocket ﬁller, type: RCP/120/12, serial
number: 102, year of construc�on: 1988, 12 heads,
diameter: 85 mm, total dimensions: 1850 mm x 1900
mm x 1900 mm.
A. Bertaud 2 heads ﬁlling machine, serial: DVJ 463,
number: 73662, dimensions: 2850 mm x 1300 mm x
2170 mm.
Mobile mixer for meat bins or tubs, dimensions: 1300
mm x 1500 mm x 1400 mm.
Washing machine for jars/cans, dimensions: 1500 mm x
1000 mm x 1760 mm.
Weber Schraubautomaten rotary cap feeder on s/s
trolley, type: HSP 41-ZEH 180E, machine number: 9947,
year of construc�on: 08.83, 220 V, 6 bar, dimensions:
600 mm x 450 mm x 1200 mm.
2 FP Interna�onal air cushion machine on trolley with
ou�eed basket, serie: MINI PAK'R, model:
MM2MEA000A, serial numbers: MP-6000732 and
MP-6014110, year of construc�on: 2016, 230 V, 50 Hz,
1.6 A, 270 W, total dimensions: (2x) 780 mm x 580 mm
x 1830 mm.
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10

FP Interna�onal

11

BBA Pompen

12

BBA Pompen

13

FP Interna�onal

14

Beckman UV-techniek

15

Alfa-Laval

16

GEA Ahlborn

17
18

NN table
G. Mondini S.p.a.

19

Lock Inspec�on
Systems LTD

20

Blom & Maters
Machinefabriek NV

FP Interna�onal air cushion machine on trolley with
ou�eed basket, serie: MINI PAK'R, model:
MM2MEA000A, serial number: MP-6011912, year of
construc�on: 2014, 230 V, 50 Hz, 1.6 A, 270 W, total
dimensions: 780 mm x 580 mm x 1830 mm.
BBA Pompen self priming centrifugal pump, s/s pump
casing, type: CL 150/250, number: 3068-02, capacity:
300 m³/hr, 7,5 mwk, 15 kW, 1450 rpm, dimensions:
1400 mm x 650 mm x 1070 mm.
BBA Pompen self priming centrifugal pump, s/s pump
casing, type: CL 150/250, number: 3068-01, capacity:
300 m³/hr, 7.5 mwk, 15 kW, 1450 rpm, dimensions:
1400 mm x 650 mm x 1070 mm.
2 FP Interna�onal air cushion machine on trolley with
ou�eed basket, serie: MINI PAK'R, model:
MM2MEA000A, serial numbers: MP-6011074 and
MP-6001690, year of construc�on: 2014, 230 V, 50 Hz,
1.6 A, 270 W, total dimensions: (2x) 780 mm x 580 mm
x 1830 mm.
Beckman UV-techniek UV installa�on, type: 40GDS-200, 230 / 400 V, 50 Hz, 40 UV sta�ons, total
dimensions: 2850 mm x 1550 mm x 2560 mm.
Alfa-Laval heat exchanger, type: A10-BFSC,
manufacturing number: 30100-02761, year of
construc�on: 1983, 21 bar, dimensions: 1800 mm x 750
mm x 1450 mm.
GEA Ahlborn GmbH & Co. plate heat exchanger, type:
N40, serial number: 185/179, year of construc�on:
1999, maximum working pressure: 12 bar, maximum
temperature: 100 degrees celcius, volume: 25 liter,
dimensions: 1600 mm x 1000 mm x 1970 mm.
S/s table, dimensions: 700 mm x 500 mm x 750 mm.
G. Mondini S.p.a. tray denester, model: C/P, machine
number: 1209/95, year of construc�on: 10-4-1996, 380
V, 3 Ph, 60 Hz, dimensions nest: 210 mm x 145 mm,
chain belt with dividers, divider height: 20 mm,
distance between dividers: 225 mm, total dimensions;
3500 mm x 570 mm x 2250 mm.
Lock Inspec�on Systems LTD metal detector, model:
Metalcheck 20, serial number: 88691, year of
construc�on: 18-09-95, 240 V, 1 Ph, 50/60 Hz, 0.11 A,
clearance: 230 mm x 85 mm, plas�c belt, belt width:
210 mm, total dimensions: 3640 mm x 920 mm x 1180
mm.
Blom & Maters Machinefabriek NV s/s turning table,
type: DMR-RGL-2000, number: 77-7-342, diameter
table: 2000 mm, total dimensions: 2100 mm x 2100
mm x 1100 mm.
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21

Omar

22

Kronen

23

NN magne�c transport
belt

24

NN eleva�ng belt

25

Ra�onator GmbH

26

FAM

27

NN transport belt

28

Kronen

29

NN crates

30

Ameraal

Omar shute applicator, type: D9M, machine number:
001, year of construc�on: 1995, size shute: 35 mm x 97
mm, total dimensions: 2150 mm x 1200 mm x 1900
mm.
Kronen slicer, type: GS-10, serial number: 161, year of
construc�on: 1993, 380 V, 3 Ph, 50 Hz, plas�c belt, belt
width: 130 mm, clearance: 140 mm x 125 mm, total
dimensions: 1470 mm x 650 mm x 1720 mm.
Magne�c transport belt with side channel vacuum
pump, plas�c belt, belt width: 400 mm, total
dimensions: 1800 mm x 1205 mm x 1800 mm.
Eleva�ng belt, s/s frame, plas�c belt with dividers, belt
width: 250 mm, divider width: 70 mm, divider height:
20 mm, distance between dividers: 70 mm, total
dimensions: 2800 mm x 550 mm x 500 mm.
Ra�onator GmbH rotary cap feeder, dimensions: 1800
mm x 2000 mm x 1700 mm, infeed hopper with
eleva�ng belt, type: GBE 1500, machine number:
101130/13428, year of construc�on: 4/92, 400 kg, steel
frame, plas�c belt, belt width: 800 mm, distance
between dividers: 300 mm, divider height: 40 mm,
eleva�ng height: 1800 mm, dimensions: 2200 mm x
1150 mm x 1900 mm.
FAM slicer on s/s frame with infeed eleva�ng belt and
cooking screw, type slicer: 7413, serial number: VO
924, eleva�ng belt with dividers, s/s frame, plas�c belt,
belt width: 390 mm, eleva�ng height: 3650 mm,
distance between dividers: 710 mm, height dividers: 75
mm, total dimensions: 4800 mm x 700 mm x 4000 mm,
Cooking screw on steel frame, dimensions: 5500 mm x
1500 mm x 2600, ou�eed belt, plas�c belt, belt width:
215 mm, dimensions: 1500 mm x 350 mm x 2700 mm
3 lane transport belt, s/s belt, belt width: (3x) 85 mm,
total dimensions: 2000 mm x 750 mm x 1000 mm.
Kronen slicer, type: GS-18, serial number: 171, year of
construc�on: 2001, 230 V, 1 Ph, 50/60 Hz, 18 kW,
clearance: 180 mm x 200 mm, total dimensions: 2000
mm x 700 mm x 1360 mm. Missing transport belt,
including box with extra knife and parts.
Mobile container with 10 various crates, dimensions:
(4x) 600 mm x 400 mm x 310 mm, (3x) 600 mm x 400
mm x 250 mm, (2x) 600 mm x 400 mm x 400 mm and
(1x) 600 mm x 400 mm x 210 mm, dimensions
container: 820 mm x 650 mm x 1900 mm.
Ameraal transport belt, number: 813, plas�c belt: 120
mm, total dimensions: 2330 mm x 500 mm x 900 mm.
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Viscon

32

NN eleva�ng belt

33

NN eleva�ng belt

34

Fuerpla

35
36

NN table
BTH

37

NN transport belt

38

Honeywell/Samson

39
40

Ari/Econosto/Foxboro/
Lesser
Crizaf

41

NN vessel

42

Anker

43

Krones

44

Nedpack

Viscon double destacker on aluminium frame, type:
PTD double, serial number: 63864-2-1, year of
construc�on: 2003, plas�c belt width: 680 mm, total
dimensions: 2090 mm x 1220 mm x 2010 mm.
Mobile eleva�ng belt, steel frame, plas�c belt with
dividers, belt width: 360 mm, divider width: 300 mm,
divider height: 15 mm, distance between dividers: 280
mm, total dimensions: 1650 mm x 600 mm x 970 mm.
Eleva�ng belt, s/s frame, plas�c belt with dividers, belt
width: 250 mm, divider width: 70 mm, divider height:
20 mm, distance between dividers: 70 mm, total
dimensions: 2800 mm x 550 mm x 500 mm.
Fuerpla mixer, model: A-160, number: 2703, year of
construc�on: 2003, 380 V, 50 Hz, 3 kW, volume bowl:
160 liter, total dimensions: 1400 mm x 900 mm x 1600
mm.
S/s table, dimensions: 700 mm x 500 mm x 750 mm.
BTH bag sealing machine, type: SLS-350-TN, serial
number: 00916076, year of construc�on: 1996, 3x 380
V, 50 Hz, 20 A, 6 bar, belt width: 325 mm, total
dimensions: 3500 mm x 1800 mm x 2720 mm.
Transport belt, plas�c belt, belt width: (2x) 25 mm,
total dimensions: 3100 mm x 340 mm x 260 mm.
Pallet with 7 valves among others Honeywell, type:
V5328AT088-2 and Samson, type: 2412-1028.
Pallet with 10 valves among others, Ari, Econosto,
Foxboro and Lesser.
CrizafTransport belt, s/s frame, plas�c belt, model: LD,
serial number: 41758, year of construc�on: 01-2015,
belt width: 620 mm, total dimensions: 5800 mm x 900
mm x 1020 mm
Vessel, diameter vessel: 260 mm, height vessel: 1200
mm, total dimensions: 400 mm x 400 mm x 1450 mm.
Anker labelling machine, s/s belt, belt width: 85 mm, 8
heads, diameter head: (8x) 20 mm, total dimensions:
3600 mm x 1600 mm x 1650 mm.
Krones bo�le labelling machine, 6 heads, type: 480-6,
machine number: K747-318, year of construc�on:
1997, 2 Graseby labelling units, plas�c belt, belt width:
50 mm, bo�les for 200 ml, total dimensions: 1770 mm
x 3250 mm x 2280 mm. Including steel switch cabinet,
dimensions: 380 mm x 2000 mm x 2130 mm.
Nedpack box li�er, type: Ver�con-99726, serial
number: Lijn 6, year of construc�on: 1999, weight:
1000 kg, 400 V, 50 Hz, 1.1 kW, maximum capacity: 50
kg, eleva�ng height: 3250 mm, total dimensions: 1330
mm x 1260 mm x 4150 mm.
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Industria Macchine
Automa�sche S.p.A.

46

BT

47

NN table with bucket
closing device and can
opener
NN valves
NN marathon sport
carriage

48
49

50

DEVPAK

51

KMG

53

Numa�c

55

NN eleva�ng belt

56

NN eleva�ng belt

57

NN eleva�ng belt

Industria Macchine Automa�sche S.p.A. turning table,
model: F31, serial number: 311153, year of
construc�on: 1998, diameter: 1200 mm, total
dimensions: 1700 mm x 1200 mm x 1250 mm.
BT pallet li�er, type: HL10/3, year of construc�on:
04-2003, weight: 120 kg, Q= 1000 kg, fork length: 1190
mm, total dimensions: 1600 mm x 560 mm x 1280 mm.
S/s table with bucket closing device and can opener,
total dimensions: 810 mm x 750 mm x 1510 mm.
Pallet with 10 valves.
Steel and aluminium marathon sport carriage for 1
horse, paddle brake, 2 seats, total dimensions: 3800
mm x 1400 mm x 1750 mm.
DEVPAK weighing, ﬁlling and packing line, consis�ng of:
mobile eleva�ng belt, dimensions infeed gu�er: 1200
mm x 900 mm, plas�c belt, belt width: 345 mm,
dimensions conductors: 345 mm x 70 mm x 55 mm,
total dimensions eleva�ng belt: 3800 mm x 1200 mm x
3800 mm, 4-heads linear weigher, dimensions weigher:
1700 mm x 1050 mm x 1200 mm, Devpak ver�cal bag
form, ﬁll and seal machine, type: 4 Terazili, serial
number: 141013, year of construc�on: 04-12-2014,
ﬁlm width: 680 mm, seal width: 500 mm and (2x) 320
mm, total dimensions ﬁll machine: 2000 mm x 1200
mm x 1900 mm and DEVPAK ou�eed belt, s/s frame,
plas�c belt with dividers, belt width: 300 mm, divider
height: 5 mm, divider width: 270 mm, distance
between dividers: 140 mm, total dimensions eleva�ng
belt: 1400 mm x 350 mm x 830 mm.
KMG vibra�ng gu�er, s/s gu�er, steel frame, gu�er
width: 300 mm, total dimensions: 3000 mm x 770 mm
x 670 mm.
Numa�c ﬂoor scrubber, type: TTB 6652/200T, serial
number: 110400013, 24/230 V, 50 Hz, 20 A, 800 W,
total dimensions: 1450 mm x 950 mm x 1150 mm.
Eleva�ng belt, s/s frame, plas�c belt with dividers, belt
width: 145 mm, divider width: 100 mm, divider height:
10 mm, distance between dividers: 240 mm, total
dimensions: 2700 mm x 500 mm x 1470mm.
Eleva�ng belt, s/s frame, plas�c belt with dividers, belt
width: 250 mm, divider width: 70 mm, divider height:
20 mm, distance between dividers: 70 mm, total
dimensions: 2800 mm x 550 mm x 500 mm.
Eleva�ng belt, s/s frame, plas�c belt with dividers, belt
width: 250 mm, divider width: 70 mm, divider height:
20 mm, distance between dividers: 70 mm, total
dimensions: 2800 mm x 550 mm x 500 mm.
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MVM-Endra

59

Cason Companies

60

Ledsto Bv

61

BTS

62

ATC

63

DEVPAK

64

Meca Systeme

65

Grobeco

MVM-Endra pallet strapping machine, type: End-Sealer,
machine number: 883, dimensions: 3800 mm x 1600
mm x 2950 mm.
Cason Companies pallet wrapping system with press,
type: SIRIO P, serial number: S00042, year of
construc�on: 2012, 400 V, 3 Ph, 50 Hz, 2150 kg,
wrapping height: 3920 mm, diameter wrapper: 2000
mm, total dimensions: 3200 mm x 2300 mm x 4000
mm. With Sirio control panel, dimensions: 1200 mm x
500 mm x 1100 mm, including pallet box with spare
parts.
Ledsto Bv steel washing machine for tools and parts,
type: G-532, machine number: 9109158, dimensions
basket: 1240 mm x 750 mm x 280 mm, total
dimensions: 2000 mm x 1500 mm x 2050 mm.
BTS rotary cap feeder, plas�c belt, belt width: 200 mm,
dimensions infeed bunker: 1250 mm x 800 mm, total
dimensions: 2200 mm x 1100 mm x 1500 mm.
Pallet box with ATC suc�on system consis�ng of
aluminium funnel, 2 ven�la�on grids and 2 ATC
blowers, type: BCA 200.
DEVPAK weighing, ﬁlling and packing line consis�ng of
mobile eleva�ng belt, dimensions infeed gu�er: 1200
mm x 900 mm, plas�c belt, belt width: 345 mm,
dimensions conductors: 345 mm x 70 mm x 55 mm,
total dimensions eleva�ng belt: 3800 mm x 1200 mm x
3800 mm, 10-heads linear weigher, dimensions
weigher: 1100 mm x 1100 mm x 1450 mm, Devpak
ver�cal bag form, ﬁll and seal machine, type: 4 Terazili,
serial number: 110331, year of construc�on:
31-03-2011, ﬁlm width: 680 mm, seal width: 500 mm
and (2x) 320 mm, total dimensions ver�cal bag form,
ﬁll and seal machine: 2000 mm x 1200 mm x 1900 mm
and DEVPAK ou�eed belt, s/s frame plas�c belt with
dividers, belt width: 300 mm, divider height: 5 mm,
divider width: 270 mm, distance between dividers: 140
mm, total dimensions eleva�ng belt: 1400 mm x 350
mm x 830 mm.
Meca Systeme case erector, serial number: 346
BMF-40, year of construc�on: 1989, S.N.P. glue unit,
serial number: 313/F, 380/220 V, 4100/2500 W,
dimensions: 2300 mm x 1200 mm x 2100 mm.
Grobeco electric pallet li�er, A180C, fork length: (2x)
1150 mm, total dimensions: 1750 mm x 700 mm x
1420 mm. Including Ladegrat ba�ery charger, type:
MINITRON 24/17.
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Linde

67

Hoppmann

68

Hoppmann

69

BT

70

B.C.M. Engineering

71

NN crates

72

NN crates

73

NN pallet wrapper

Linde electric pallet li�er, type: T20 AP, serial number:
W4X131C00908, year of construc�on: 2012, 24 V,
empty weight: 610 kg, ba�ery weight: 245-290 kg,
rated capacity: 2000 kg, fork length: (2x) 1000 mm,
total dimensions: 1900 mm x 800 mm x 1300 mm.
Hoppmann rotary cap feeder, model: MFT, series: 40,
serial number: 17907, year of construc�on: 3/93,
diameter bowl: 1000 mm, total dimensions: 1450 mm x
1450 mm x 1100 mm.
Hoppmann rotary cap feeder, model: MFT, series: 40,
serial number: 17906, year of construc�on: 3/93,
diameter bowl: 1000 mm, total dimensions: 1450 mm x
1450 mm x 1100 mm.
BT electric pallet li�er, type: SWE120S, number:
6028360/2008, 24 V, empty weight: 650 kg, ba�ery
weight: 150-260 kg, rated capacity: 1200 kg, fork
length: (2x) 1150 mm, total dimensions: 2000 mm x
800 mm x 1830 mm. Including Benning charger, type:
E230G24/30 B-FENI
B.C.M. Engineering mobile infeed bunker with eleva�ng
belt, type: 750 025, year of construc�on: 1992, plas�c
belt with dividers, belt width: 500 mm, divider width:
350 mm, divider height: 40 mm, distance between
dividers: 270 mm, total dimensions: 1800 mm x 1800
mm x 2670 mm.
2 pallets with 30 plas�c crates, crates dimensions: (30x)
580 mm x 370 mm x 400 mm.
2 pallets with approximately 39 plas�c crates,
dimensions: (21x) 600 mm x 400 mm x 300 mm,
dimensions: (18x) 600 mm x 400 mm x 400 mm.
Pallet wrapper, Ropal 1200, ﬁlm width: 500 mm,
diameter plate: 1200 mm, total dimensions: 2900 mm
x 2400 mm x 2380 mm.
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Ernst Fe�er / Moeschle

75

Bolzoni

76

Stacker

77

Stacker

78

Lubot Wakker

79

Karges-Hammer

80

Haneu

81

NN lid marker

82

GEA Ahlborn GmbH &
Co.

83

Stork pompen

Ernst Fe�er / Moeschle evapora�on plant used for fruit
concentrate, consis�ng of: 3 tangen�al separators,
vessel numbers: 012075, 012077 and 012079, working
pressure: -1/0.5 bar, working temperature: 100°C,
capacity: 1277 / 766 liter; 3 circula�on evaporator,
vessel numbers: 012076, 012078 and 012080, working
pressure: -1/0.5 bar, working temperature: 100°C,
capacity: 1573 liter; 1 s/s reservoir tank; 1 tube heat
exchanger, vessel number: 012081, working pressure:
-1/0.5 bar / 3 bar, working temperature: 80°C / 60°C ,
capacity: 306 liter / 176 liter; 1 product pump; 5
circula�on pumps; 2 steam valves; s/s pla�orm; Switch
cabinet. Intake depending on product approximately:
3700 - 4700 liter per hour, minimum temperature: 65°
C, concentra�on: 10.0 - 17.0 °Brix, drain concentrate
depending on product: 1000 - 750 liter per hour,
temperature: 60-70°C, concentra�on: 60-79°Brix. Total
dimensions: 5500 mm x 5000 mm x 6700 mm.
Bolzoni clamp device, type: KS10CNA, serial number:
9812084/001, year of construc�on: 1998, cap
structure: 1000 kg, weight: 476 kg, 120 bar,
dimensions: 1400 mm x 1070 mm x 1200 mm.
Stacker mobile hoist, model: M100, serial number:
10542, year of construc�on: 07-2017, maximum
height: 1500 mm, capacity: 100 kg, weight: 50 kg,
dimensions: 900 mm x 620 mm x 1840 mm.
Stacker mobile hoist, model: M100, serial number:
10541, year of construc�on: 07-2017, maximum
height: 1500 mm, capacity: 100 kg, weight: 50 kg,
dimensions: 900 mm x 620 mm x 1840 mm.
Lubot Wakker s/s eleva�ng screw, type:
Förderschrecker, project number: 200035-E, year of
construc�on: 2000, screw width: 500 mm, �er: 255
mm, eleva�ng height: 1170 mm, total dimensions:
2210 mm x 750 mm x 2150 mm.
Karges-Hammer can seamer, number: 59 606/3, set to
99 mm can, dimensions: 1450 mm x 1100 mm x 2000
mm.
2 Haneu cabinets, dimensions (2x) 500 mm x 420 mm x
1840 mm.
Lid marker, diameter lid: 81 mm, total dimensions: 850
mm x 600 mm x 1200 mm.
GEA Ahlborn GmbH & Co. plate heat exchanger, type:
VT40, serial number: 171/1397, year of construc�on:
1984, maximum working pressure: 6 bar, maximum
temperature: 100 degrees celcius, volume: 32,5-34,5
liter, dimensions: 530 mm x 530 mm x 1620 mm.
Stork pompen pump, type: MCV125X4, number:
R604500, dimensions: 270 mm x 270 mm x 970 mm.
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84

Worthington-Simpson
LTD

85

Packaging Automa�on
Ltd

86

NN tank

87

NN roller conveyors

88

Gebhardt

89

Weldon

90

Lansing GmbH

91

NN roller conveyor

92

Bohnhoﬀ

93

Lübeck

94

PLS

95

Bolzoni

96

Seegräber GmbH

Worthington-Simpson LTD circula�on pump, type:
400CP160, number: F1544GR, dimensions: 1100 mm x
340 mm x 630 mm.
Packaging Automa�on Ltd cup ﬁlling and capping
machine, with plas�c infeed belt, serial number:
1982FF6018917, 415 V, 50 Hz, belt width: 115 mm,
diameter cup: 86 mm, diameter seal: 96 mm, 2
denesters, total dimensions: 2500 mm x 1550 mm x
2380 mm. With box with spare parts, missing 1 plas�c
cover.
S/s tank with mixer, dimensions tank: 540 mm x 540
mm x 1030 mm, total dimensions: 700 mm x 700 mm x
1970 mm.
Roller conveyors, steel rollers, roller width: 1170 mm
and 1040 mm.
2 Gebhardt roller conveyors, type: 555.2, number:
882-650, year of construc�on: 1989, steel rollers, roller
width: 1080 mm, total dimensions: 1350 mm x 1160
mm x 800 mm.
Weldon pallet li�er, type: 1500 SPW-Economic,
capacity: 1500 kg, fork length: 1150 mm, maximum
li�ing height: 900 mm.
Lansing GmbH steel pallet li�er, type: DH 19/20,
number: 301800, capacity: 2000 kg, weight: 75 kg, fork
length: (2x) 1150 mm, total dimensions: 1500 mm x
520 mm x 1200 mm.
NN roller conveyors, steel rollers, roller width: 850 mm,
800 mm and 630 mm.
Bohnhoﬀ s/s cooking vessel, number: 33368, 380 V, 30
kW, volume: 200 liter, total dimensions: 1270 mm x
1400 mm x 1240 mm.
Lübeck can seamer, type: 210, number: 5118, diameter
cans: 230 mm, foot control, total dimensions: 1100 mm
x 970 mm x 1850 mm.
PLS mobile labelling machine, model: AMWAY, serial
number: SS1831, year of construc�on: 1998, 240 V, 50
Hz, belt width: 190 mm, total dimensions: 2500 mm x
1000 mm x 1000 mm.
Bolzoni forkli� a�achment, type: Tf20B6x, machine
number: 05D 052366, year of construc�on: 2005,
capacity: 2000 kg, weight: 350 kg, fork length: 1230
mm, fork width: 360 mm, total dimensions: 1500 mm x
1000 mm x 1050 mm.
Seegräber GmbH bo�le washer, model: 1R 4.16.124,
machine number: ID 3152, year of construc�on: 1991,
16 heads, clearance: 180 mm x 400 mm, total
dimensions: 1900 mm x 1700 mm x 1900 mm.
Including 1 crate with spare parts.
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NN crates
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NN roller conveyor

G. Mondini S.p.a. lid closing machine, dimensions
plas�c lids: 200 mm x 140 mm, total dimensions: 2500
mm x 850 mm x 2270 mm.
Transport belt, s/s frame, 4 lanes, lane width: (4x) 90
mm, total dimensions: 3520 mm x 690 mm x 1070 mm.
Cascade forkli� mast, type: 25 D-fp-203 X, serial
number: SEL 52853- D001, year of construc�on: 1992,
capacity: 1400 kg, weight: 210 kg, fork length: 1200
mm, total dimensions: 1750 mm x 900 mm x 2700 mm.
Bolzoni box clamp device, dimensions: 1600 mm x
1000 mm x 1000 mm.
Lowara pump installa�on consis�ng of 2 Lowara
circula�on pumps, type: GHV20, number: 00210, year
of construc�on: 01-08-2012, 220-240/380-415 V, 3 Ph,
50 Hz, 3.37 kE, maximum working temperature: 90 ͦC,
Q= 11-29 m3/h and Endress + Hauser ﬂowmeter, type:
Promass F, total dimensions: 650 mm x 450 mm x 1100
mm and 1500 mm x 250 mm x 150 mm.,
Berkel weighing scale, dimensions scale: 500 mm x 500
mm, total dimensions: 700 mm x 650 mm x 1250 mm.
Forkli� a�achment, 4 forks, fork length: (4x) 1050 mm,
total dimensions: 1500 mm x 1200 mm x 1650 mm.
Hydraulic cake slicer, plas�c belt, belt width: 550 mm,
total dimensions: 3200 mm x 800 mm x 1880 mm.
Electric driven roller conveyor, s/s frame, plas�c cover,
aluminium rollers, roller width: 520 mm, total
dimensions: 1500 mm x 800 mm x 1400 mm.
Supertape box closing machine, type: SO-7000-K, code
number: 138-306, number: 86-70761, 220 V, 50 Hz, 2
A, dimensions: 1000 mm x 950 mm x 1780 mm.
Siat box bo�om closing machine, model: SM8, serial
number: 9819, year of construc�on: 1989, 380 V, 3 Ph,
50 Hz, 1 A, 16 W, roller width: 425 mm, total
dimensions: 1050 mm x 800 mm x 1100 mm. Including
box with 2 plas�c belts, belt width: 55 mm.
Mobile s/s trolley, dimensions: 700 mm x 390 mm x
840 mm.
Eleva�ng belt, aluminium frame, plas�c belt, belt
width: 600 mm, eleva�ng height: 770 mm, total
dimensions: 2030 mm x 860 mm x 860 mm.
Steel trolley, 6 wooden ﬂoors, dimensions ﬂoors: (6x)
1000 mm x 660 mm, total dimensions: 1080 mm x 670
mm x 1700 mm.
2 pallet and 1 trolley with 64 plas�c crates, dimensions:
(45x) 600 mm x 400 mm x 400, (16x) 600 mm x 400
mm x 300 mm, (13x) 400 mm x 300 mm x 310 mm.
Electric roller conveyor, s/s rollers, roller width: 500
mm, total dimensions: 700 mm x 500 mm x 740 mm.
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Ridder
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NN can seamer

126

S�le�o

Numafa washing machine for buckets and jerry cans,
type: VWC 100, serial number: 600809, year of
construc�on: 2000, dimensions: 1500 mm x 1300 mm x
1950 mm.
Ridder roller conveyor with transfer unit, year of
construc�on: 1995, steel rollers, roller width: 560 mm,
total dimensions: 1200 mm x 980 mm x 850 mm.
Tray turning table belt with double belt, steel frame,
plas�c mesh belt, belt width: 150 mm and 350 mm,
total dimensions: 2750 mm x 850 mm x 1070 mm.
Eleva�ng belt, s/s frame, plas�c belt with holes, belt
width: 460 mm, total dimensions: 1700 mm x 800 mm
x 1900 mm.
PRB / Ucima bundler and stretch wrapper, machine
model: FAR 3001, serial number: 951016, year of
construc�on: 2005, 415 V, 24 VDC, 50 Hz, 4 kW, ﬁlm
width: 90 mm, thread belt width: 100 mm, total
dimensions: 1800 mm x 1050 mm x 2500 mm.
S/s tumbler with ou�eed roller conveyor, dimensions
tumbler: 1800 mm x 1250 mm x 2650 mm, roller
conveyor, steel frame, plas�c rollers, roller width: 500
mm, dimensions roller conveyor: 2070 mm x 720 mm x
400 mm.
Washing machine for crates, clearance: 400 mm x 400
mm, total dimensions: 1630 mm x 730 mm x 1410 mm.
Hoefnagel & Meijn B.V. duplex tank, number: 03716-01,
year of construc�on: 2003, dimensions: 3500 mm x
1000 mm x 1300 mm.
MUM-ENDRA strapping machine for pallets, type: EndSealer, machine number: 882, dimensions: 3800 mm x
1600 mm x 2950 mm.
Cavagnino & Ga� can/bo�le labelling machine, model:
189/97, serail number: 97OP4/40, year of construc�on:
1997, 220 V, 50 Hz, 0.6 A, 0.1 kW, self-adhesive s�ckers,
plas�c mesh belt, belt width: 80 mm, total dimensions:
2200 mm x 1500 mm x 1720 mm.
Bridgeport drill machine, serial number: 33 572068OR,
380-440 V, 3 Ph, 50 Hz, 16 A, dimensions: 1500 mm x
1500 mm x 1950 mm.
Can seamer on steel table, diameter can: 73
mm, dimensions: 700 mm x 600 mm x 1550 mm.
S�le�o infeed bunker with vibra�ng gu�er, dimensions
infeed: 920 mm x 920 mm, total dimensions: 1000 mm
x 1000 mm x 1930 mm.
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Sacmo eleva�ng belt with infeed bunker, serial
number: CG04071/1, year of construc�on: 2006,
dimensions infeed: 760 mm x 760 mm, plas�c belt with
dividers, belt width: 200 mm, divider width: (2x) 45
mm and (1x) 70 mm, divider height: 45 mm, distance
between dividers: 150 mm, total dimensions: 1900 mm
x 800 mm x 2200 mm.
Infeed bunker, s/s frame, plas�c belt with dividers, belt
width: 300 mm, divider width: 300 mm, divider height:
5 mm, distance between dividers: 190 mm, total
dimensions: 1700 mm x 1100 mm x 1400 mm.
Audion Elektro sealing machine, SEALMASTER 580,
type: 580 SA, serial number: 8411 08 037, 220 V, 425
W, seal width: 600 mm, total dimensions: 1100 mm x
430 mm x 970 mm.
FP Interna�onal air cushion machine, serie: PRO PAK'R,
model: MPRO1A000X, serial number: PRO-200527,
year of construc�on: 2015, 230 V, 50/60 Hz, 5 A, 480
W, total dimensions box: 700 mm x 480 mm x 450 mm
FP Interna�onal air cushion machine, serie: PRO PAK'R,
model: MPRPK02N, serial number: PRO-200414, year
of construc�on: 2015, 230 V, 50/60 Hz, 5 A, 480 W,
total dimensions box: 700 mm x 480 mm x 450 mm
Siat box closing machine with bo�om and top taper,
model: SM1, serial number: 5394, year of construc�on:
1988, 380 V, 3 Ph, 50 Hz, 0.7 A, 120 W, plas�c and steel
rollers, roller width: (2x) 80 mm and 480 mm, total
dimensions: 2100 mm x 700 mm x 1530 mm.
Siat box closing machine with bo�om and top taper,
model: SM1, serial number: 15006, year of
construc�on: 1991, 380 V, 3 Ph, 50 Hz, 0.7 A, 120 W,
plas�c and steel rollers, roller width: (2x) 80 mm and
480 mm, total dimensions: 1100 mm x 700 mm x 1530
mm.
Niko washing machine for crates, type: 04.04.035,
machine number: 0471/80, s/s belt, belt width: 400
mm, clearance: 380 mm x 150 mm, total dimensions:
3800 mm x 1000 mm x 1630 mm.
Krones can turning machine, type: 955, machine
number: K 995-NIH, year of construc�on: 2005, 2 BMH
invertors, clearance: ø 68 mm x 170 mm, ø 68 mm x
145 mm.
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Lubeca rota�ng autoclave for 4 baskets, type: LW 2020,
manufacturing number: 4218, year of construc�on:
1999, 400 V, 50 Hz, 40 A, permissible working pressure:
6 bar, permissible working temperature: 164°C,
capacity: 3300 liter, for basket with dimensions 700
mm x 700 mm, Alfa Laval heat exchanger, type:
CB76-80H, serial number: 18538341, year of
construc�on: 2008, total dimensions autoclave: 1700
mm x 4500 mm x 2600 mm.
Alber cargomaster powered stair climber, load
dimensions: 130 mm x 540 mm, total dimensions: 530
mm x 540 mm x 1120 mm. Missing ba�ery.
Steel hand truck, dimensions: 520 mm x 460 mm x
1420.
Steel hand truck, dimensions: 520 mm x 460 mm x
1420.
Comefri double dry chamber, type: TLZ 160, serial
number: 710048, year of construc�on: 1997, 3.5 kW,
maximum temperature: 80 ͦC, 4250 rpm, 2 chambers, 2
trolleys with 20 ﬂoors each, dimensions ﬂoors: (40x)
1000 mm x 1000 mm, total dimensions: 3500 mm x
1250 mm x 2150 mm. Including 2 blowers, dimensions:
1120 mm x 600 mm x 1150 mm.
Wangda air dryer, model: WHAD-2/30, number: 08070
489, year of construc�on: 2008, 220 V, dimensions: 670
mm x 450 mm x 940 mm.
Wangda air dryer, model: WHAD-2/30, number: 08070
493, year of construc�on: 2008, 220 V, dimensions: 670
mm x 450 mm x 940 mm.
Mega Machinery reheat stretch blow moulding
machine, type: MG-SS 2500, serial number: 080722,
year of construc�on: 22-07-2008, 380 V, 4 Ph, 50 Hz, 28
kW, dimensions: 2560 mm x 2030 mm x 2080 mm.
Including air compressor unit, dimensions: 1850 mm x
1600 mm x 2090 mm.
Beko water and oil separator, ÖWAMAT2, number:
10128638, dimensions: 450 mm x 350 mm x 750 mm.
S/s sink with 2 faucets, dimensions: 1500 mm x 430
mm x 630 mm. Including 2 soap dispensers.
Pulsarr Industrial Research BV / Barco Machine Vision
op�cal sor�ng machine with 6 black and white
camera's, machine type: Mira-B-1600, machine
number: LMB006, serie: ALG-5, year of construc�on:
2001, 400 V, 3 Ph, 50 Hz, belt width: 1100 mm, total
dimensions: 4400 mm x 2500 mm x 2500 mm.
S/s sink with 2 soap dispensers and 3 faucets,
dimensions: 1500 mm x 430 mm x 630 mm.
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Alwid capping machine, 1-head, diameter head: 60
mm, plas�c belt, belt width: 80 mm, total dimensions:
4050 mm x 1250 mm x 2350 mm. Pallet box with spare
parts
Steinle carton erector, type: RE120P2, machine
number: 9012100, year of construc�on: 11/90,
220/380 V, 50 Hz, 8 kW, pressure: 5 bar, plas�c
magne�c belt, belt width: 600 mm, dimensions: 2500
mm x 2000 mm x 2750 mm, switch cabinet,
dimensions: 3500 mm x 400 mm x 1850 mm.
Cermex bo�le ﬁlling and packing machine, type: SD39,
number: 46780, year of construc�on: 24-03-1997,
plas�c belt, belt width: 80 mm, total dimensions: 3550
mm x 2700 mm x 2160 mm.
Ouest Condi�onnement shrink packaging machine,
type: FA850 C18, fabrica�on number: 11979, year of
construc�on: 1992, 220/380 V, 88/51 A, 33000 W, steel
belt, belt width: 825 mm, total dimensions: 6250 mm x
2000 mm x 1700 mm. With 4 plas�c ﬁlm rolls.
Bergmann shredder, type: RS 8100-72, fabrica�on
number: 06 9961 6738/95, year of construc�on: 06.95,
weight: 800 kg, dimensions: 1600 mm x 1200 mm x
2773 mm.
Anger Brillenfabrik polishing machine, number: 16263,
working width: (2x) 460 mm, total dimensions: 1350
mm x 2050 mm x 1550 mm, 3 Jacob Wuul pressure
vessel, year of construc�on: 1976, volume: 38 liter,
pressure: 5 bar, dimensions: (3x) 430 mm x 430 mm x
800 mm.
NON washing machine for crates, type: 25100800,
serial number: 24.11.86, year of construc�on: 1986,
clearance: (2x) 380 mm x 230 mm, total dimensions:
3200 mm x 2100 mm x 2100 mm.
Sterling ﬂuid pump, type: MSLA 03207 9AA BK3 0R P0,
machine number: LU 02147180 01, year of
construc�on: 2005, dimensions: 760 mm x 350 mm x
370 mm.
3 s/s rollies with 24 plas�c crates, dimensions crates:
800 mm x 510 mm x 190 mm, dimensions rollies: 850
mm x 550 mm x 180 mm.
Novapac bundling machine with side sealing group,
model: CD1 110 + SL 070, machine number: 1243397,
year of construc�on: 1997, 380 V, 50 Hz, 10 kW, seal
length: (3x) 700 mm, steel mesh belt, belt width: 615
mm, total dimensions: 3000 mm x 2100 mm x 2000
mm.
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Stork Bepak B.V.

Pester Verpackungsmaschinen shrink packaging
machine, type: PEWO-PACK 450 SN, machine number:
V-2778, year of construc�on: 1992, 380 V, 3 Ph, 50 Hz,
75 A, 32.7 kW, plas�c mesh belt, belt width: 450 mm,
ﬁlm width: 400 mm, total dimensions: 4400 mm x 2900
mm x 2700 mm.
OCME ﬁlling line for barrels, machine type: LFT 300,
serial number: 1 / 116 / 90, 380 V, 50 Hz, 40 A,
diameter barrel: 600 mm, height barrel: 885 mm,
dimensions ﬁlling line: 5900 mm x 2000 mm x 2900
mm, dimensions control panel: 600 mm x 500 mm x
970 mm, dimensions switch cabinet: 2000 mm x 500
mm x 2000 mm, including pallet with spare parts.
FAM mobile slicer, model: 7413, diameter infeed: 260
mm, working width: 300 mm, total dimensions: 1750
mm x 1300 mm x 1480 mm.
Mobile s/s eleva�ng screw, screw length: 1830 mm,
diameter screw: 310 mm, eleva�ng height: 850 mm,
total dimensions: 2400 mm x 600 mm x 1700 mm.
ERPHI steel planing table, table top dimension: 260
mm, total dimensions: 1410 mm x 5700 mm x 1030
mm.
Ransohoﬀ mobile washer, type: WMGM-1, year of
construc�on: 2002, 240 V, 1 Ph, 50 Hz, 30 A, 6 Kw,
dimensions basket: 340 mm x 340 mm x 230 mm,
inside dimensions: 460 mm x 460 mm x 530 mm, total
dimensions: 900 mm x 900 mm x 1210 mm.
Infeed bunker with double magne�c eleva�ng belt,
plas�c belt, belt width: 180 mm, eleva�ng height: 2300
mm, total dimensions: 2850 mm x 1150 mm x 2450
mm.
2 forks for forkli�, dimensions: (2x) 1200 mm x 100 mm
x 560 mm.
Stork Bepak B.V. palle�zer consis�ng of roller conveyor,
steel roller, roller width: 920 mm, dimensions roller
conveyor: 2700 mm x 1250 mm x 1170 mm, Stork
Bepak B.V. pallet loader, type: Centurion 4000, number:
03567601, year of construc�on: 1990, 380 V AC, 24 V
DC, steel rollers, roller width: 1380 mm, dimensions
pallet loader: 2900 mm x 2200 mm x 3400 mm, pallet
turning device, steel rollers, roller width: 1300 mm,
1100 mm, 650 mm, dimensions turning device: 2000
mm x 1950 mm x 600 mm, pallet stacking machine,
steel rollers, roller width: 1300 mm, dimensions
stacking machine: 2100 mm x 1700 mm x 1400 mm
and switch cabinet, dimensions: 1200 mm x 480 mm x
1160 mm.
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3 roller conveyors, roller width: (1x) 1150 mm and (2x)
1300 mm, dimensions: (1x) 3500 mm x 1300 mm x 430
mm and (2x) 3800 mm x 1420 mm x 610 mm.
Cermex palle�zer, number: 47816, year of
construc�on: 01-12-1998, roller width: 800 mm and
400 mm, plas�c belt, belt width: 350 mm, total
dimensions: 3800 mm x 3700 mm x 2700 mm.
6 electric driven roller conveyors, steel rollers, roller
width: 1060 mm, length: (6x) 2860 mm. Missing drive
chain.
Steel rack with large amount of parts for G. Mondini
S.p.a. tray sealers, among others: 3 dye sets,
dimensions: (4x) 260 mm x 180 mm, (4x) 235 mm x 100
mm and (4x) 170 mm x 130 mm.
Stork Bepak B.V. carton erector, type: SA-25, number:
0327101, year of construc�on: 1991, 380 V, 24 V DC, 2
s/s chain belts, total belt width: 250 mm, Nordson glue
unit, total dimensions: 3800 mm x 2000 mm x 2150
mm. Including pallet with parts.
Jungheinrich electric pallet li�er, fork length: 1150 mm,
total dimensions: 2450 mm x 760 mm x 1550 mm.
Including ba�ery charger, input: 230 V, 1 Ph, 50/60 Hz,
7.4 A, output: 24 V, 50 A, dimensions: 410 mm x 330
mm x 590 mm.
Ep electric pallet li�er, fork length: 1150 mm, total
dimensions: 1700 mm x 640 mm x 1300 mm.
Stork Bepak B.V. box ﬁlling machine, type: SIE-1500PB2, number: 03177102, year of construc�on: 1991,
380 V, 24 V DC, plas�c infeed belt, belt width: 600 mm,
5 lanes, lane width: (5x) 120 mm, s/s ou�eed belt, belt
width: (2x) 90 mm, steel switch cabinet, dimensions:
1200 mm x 480 mm x 1200 mm, total dimensions:
7200 mm x 2000 mm x 2700 mm. Including pallet with
parts.
Inmarco AG carton erector, type: T-900, fabrica�on
number: 05.106, year of construc�on: 1990, maximum
tray width: 645 mm, with Valco Cincinna� glue unit,
total dimensions: 4800 mm x 1650 mm x 2600 mm.
Wooden crate with knives for Hällde RG-1 slicer,
diameter knives: (10x) 215 mm, dimensions crate: 1010
mm x 800 mm x 320 mm.
Dinnissen s/s vibra�ng plate, type: 136, machine
number: 110973, year of construc�on: 2011,
dimensions pla�orm: 1400 mm x 1070 mm, total
dimensions: 1650 mm x 400 mm x 480 mm.
Pallet box with 8 knives for Hällde slicer, diameter
knives: (7x) 330 mm, 450 mm.
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Sartorius checkweigher, model: WM35IEP-1000Q, year
of construc�on: 2005, 230 V, 50/60 Hz, 0.3 kW, plas�c
belt, belt width: 400 mm, total dimensions: 880 mm x
800 mm x 1600 mm.
Simco air ﬁlter, model: VS-1200, serial number:
2165506-137/40, year of construc�on: 2004/10, 400 V,
3 Ph, 50 Hz, 4.5 A, 2.2 kW, air volume: 2000 m3/h, ﬁlter
area, 12.5 m2, dimensions: 740 mm x 620 mm x 1590
mm.
Hoppmann rotary cap feeder, model: FT 30-2LACM,
year of construc�on: 02/00, clearance: 60 mm x 40
mm, dimensions switch cabinet: 500 mm x 250 mm x
750 mm, total dimensions: 1000 mm x 1000 mm x 700
mm.
Nordson glue unit, model: Series 3500, serial number:
AA920609116, 380-415 V / 220-240 V, 3Ph, 50/60 Hz,
22 A, dimensions: 700 mm x 300 mm x 600 mm.
Mobile s/s table with plas�c worktop, dimensions:
1280 mm x 230 mm x 940 mm.
Casepacking Systems electric driven roller conveyor, s/s
frame, order number: 05.1279, year of construc�on:
05.2005, s/s rollers, roller width: 390 mm, total
dimensions: 810 mm x 780 mm x 420 mm.
Busch vacuum pump, type: 063-138, number: 73140,
capacity: 63 m³ per hour, dimension: 620 mm x 640
mm x 400 mm.
Bebo Plas�k traysealer, type: 500, number: 312, year of
construc�on: 05-92, ﬁlm width: 360 mm, dimensions
dye: 210 mm x 150 mm, total dimensions: 750 mm x
670 mm x 740 mm.
Mobile li�er, li�ing height: 1900 mm, capacity: 100 kg,
total dimensions: 1150 mm x 650 mm x 2000 mm.
Siat box closing machine, bo�om and top taper, model:
SM 2, serial number: 4905, 380 V, 50 Hz, 1.4 A, 240 W,
plas�c rollers, roller width: 80 mm, s/s rollers, roller
width: 485 mm, plas�c belt, belt width: (2x) 75 mm,
total dimensions: 1450 mm x 750 mm x 1500 mm.
Tramec barrel �pper, type: XC63 20, code number:
2153531004, year of construc�on: 10/12, dimensions:
910 mm x 650 mm x 330 mm.
Transport belt, s/s frame, s/s mesh belt, belt width: 830
mm, total dimensions: 1900 mm x 1200 mm x 600 mm.
Hako-Flipper ﬂoor sweeping machine, dimensions:
1400 mm x 700 mm x 820 mm.
ETS André Zalkin & Cie capping machine, type: TM3,
serial number: 33395, year of construc�on: 2/04,
diameter head: 100 mm, dimensions: 890 mm x 290
mm x 1220 mm. With remote control and foot control.
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BEMIS Valkeakoski Oy 2 pallets with under and upper
ﬁlm for Mul�vac thermoformer, 1 pallet with 20 rols,
type: OPALEN 65, dimensions rols: 320 mm x 1000000
mm, 320 m2, aprox weight: 20 kg and 1 pallet with 25
rols, type: FLEX F 110, dimensions rols: 323 mm x
600000 mm, 194 m2, aprox weight: 21 kg, total
dimensions pallet: (2x) 1150 mm x 1150 mm x 800 mm.
TurboChef microwave, model: C3/mul�, serial number:
C331691, year of construc�on: 2003, 380-415 V, 3 Ph,
50 Hz, 2.1-5.2 kW, 15 A, inside dimensions: 450 mm x
200 mm, total dimensions: 1200 mm x 1000 mm x 800
mm.
Lock Inspec�on Systems metal detector head, model:
MET 30+, clearance: 1000 mm x 400 mm, total
dimensions: 1550 mm x 570 mm x 690 mm.
Detectronic metal detector, type: D 502 360,
fabrica�on number: 278, plas�c belt, belt width: 280
mm, clearance: 300 mm x 80 mm, total dimensions:
1600 mm x 750 mm x 1080 mm.
2 Interna�onal air cushion machines on trolley with
ou�eed basket, serie: MINI PAK'R, model:
MM2MEA000A, serial number: MP-6014033,
MP-6000551, year of construc�on: 2014, 230 V, 50 Hz,
1.6 A, 270 W, total dimensions: (2x) 800 mm x 850 mm
x 1850 mm.
Steel trolley, dimensions: 1350 mm x 810 mm x 1080
mm.
Herz Electromechanick GmbH, suc�on device with
ﬁlter, type: 4040, serial number: 2003102, 400 V, 50 Hz,
4.0 kW, dimensions: 640 mm x 510 mm x 1850 mm.
Dibo nv foam disinfec�on system, type: 1.14.505.05,
serial number: 100112/08, 3x 400 V, 50 Hz, 2.2 kW,
dimensions: 1250 mm x 800 mm x 1500 mm.
Dynopack traysealer, type: 462 VG, number: 452, year
of construc�on: 1983, ﬁlm width: 270 mm, dye: 335
mm x 235 mm, with vacuum pump, total dimensions:
1200 mm x 860 mm x 1600 mm.
Aorta inkjet printer, machine number: 96059,
dimensions: 1050 mm x 1050 mm x 1300 mm.
Incomplete.
Kongskilde blower, model: mul�air 1040.T, serial
number: 11030002, year of construc�on: 1996,
dimensions: 1660 mm x 1100 mm x 1680 mm.
Destacker for E2 crates, dimensions: 1050 mm x 800
mm x 2150 mm.
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Zanasi Fratelli S.r.l.
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Gray Company, Inc.

218

Ameraal Beltech /
Rovema

Hobart high speed cooker, model: 21, serial number: 86
033561, 380 V, 3 Ph, 50 Hz, 25 A, 16.5 kW, diameter
infeed: 270 mm, inside dimensions: 370 mm x 280 mm
x 280 mm, total dimensions: 850 mm x 460 mm x 1500
mm.
OCIM pilfer proof capper, type: BC6AZP, 250/380 V,
diameter caps: 50 mm, weight: 75 kg, dimensions: 700
mm x 300 mm x 900 mm.
CMP ba�eries ba�ery charger, model: 21S 24V75x,
serial number: HO 425958, input: 220/240 V, 1 Ph, 50
Hz, 18.3/16.8 A, output: 24 V, 75 A, dimensions: 500
mm x 470 mm x 720 mm.
Hoppecke ba�ery charger, model: Trak air, series:
754757/002, year of construc�on: 1995, in: 380 V, 3 Ph,
50 Hz, out: 48 V, dimensions: 500 mm x 340 mm x 950
mm.
Hoppecke ba�ery charger, model: track puls / HF, serial
number: M500857 / 001, year of construc�on: 2000,
in: 400 V, 3 Ph, 7.6 a, out: 36-48 V, dimensions: 550 mm
x 400 mm x 600 mm.
TEC bar code printer, serial number: 26074500932,
100-240 V, 50/60 Hz, 3.0 -1.3 A, dimensions: 500 mm x
290 mm x 310 mm.
Zanasi Fratelli S.r.l. inkjet printer, model: JET2000, serial
number: A301-0798, year of construc�on: 1998,
dimensions: 320 mm x 300 mm x 450 mm.
EBS inkjet printer, type: EBS-6000, number:
P113062-45125, year of construc�on: 2004, 110-220 V,
air pressure: 4.5-6.5 bar, dimensions: 380 mm x 210
mm x 430 mm.
Strapex mobile strapping machine, machine number:
5887, 220/240 V, 1 Ph, 50 Hz, 2.2 A, strap width: 10
mm, total dimensions: 950 mm x 600 mm x 850 mm.
Gray Company, Inc. pneuma�c barrel pump, model
power head: 204640, series: 6B2, model pump:
204924, series: 6 A 2, ra�o: 20-1, dimensions: 1200
mm x 800 mm x 1650 mm.
2 Ameraal Beltech / Rovema vacuum belts, type:
Vakuumb., number: 257000 and 057000, year of
construc�on: 2006, s/s frame, plas�c belt, belt width:
265 mm, total dimensions: (2x) 580 mm x 500 mm x
550 mm and Becker vacuum pump, type: SV 5.250/1,
number: E2073466, year of construc�on: 2006,
volume: 250 m³ per hour, maximum pressure: 190 bar,
2800 rpm, dimensions: 360 mm x 340 mm x 800 mm.
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Lenssen Vul- &
Slui�echniek
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Industries
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Kongskilde

230

Rietschle

231

CML

232

Eurokra�

Lenssen Vul- & Slui�echniek barrel pumping machine,
type: Drumpump, machine number: 20050485, year of
construc�on: 15-11-2005, 400 V, 3 Ph, 50 Hz, 25 A,
diameter plate: 500 mm, total dimensions: 1050 mm x
990 mm x 2300 mm.
Eaton Technologies ﬁlter, type: DCF-400-SWW100AD10-040D, fabrica�on number: V140663, year of
construc�on: 2011, PS: 10 bar, TS -10/190 °C, volume: 5
li�er, dimensions: 1150 mm x 200 mm x 250 mm.
ETS André Zalkin & Cie cap sor�ng machine, type: CA 5,
serial number: DC 42387, year of construc�on: 1994,
inside dimensions: 540 mm x 540 mm x 190 mm,
clearance: 35 mm x 25 mm, total dimensions: 760 mm
x 730 mm x 1000.
Leon Torfs cu�ng machine, dimensions: 300 mm x 300
mm x 170 mm.
Manfred Kuhnke, number: 1288, dimensions 350 mm x
350 mm x 470 mm.
2 pneuma�c closing valves.
Polymat sealer, diameter: 80 mm, total dimensions:
480 mm x 290 mm x 680 mm.
Sander mini coder, dimensions: 230 mm x 130 mm x
150 mm.
Nordson glue unit, model: HM VE/HMC502, serial
number: A1L06649, 230 V, 3 Ph, 50/60 Hz, 2900 W,
dimensions: 530 mm x 350 mm x 600 mm.
Markem-Imaje Industries inkjet printer, model: 9232,
serial number: FR14050051, year of construc�on:
January 2014, 240 V, 1 Ph, 50/60 Hz, 0.5/0.3 A,
dimensions: 360 mm x 300 mm x 560 mm.
Kongskilde blower, type: Mul�air .1040.T, serial
number: 11030002, year of construc�on: 1996,
dimensions: 1670 mm x 1150 mm x 1250 mm.
Rietschle vacuum pump on mobile pla�orm, type:
CLF181V, fabric number: 602238, year of construc�on:
1980, volume: 180 m³ per hour, 4 kW, dimensions:
1100 mm x 1050 mm x 1150 mm.
CML mobile hardness tester for peas, working width:
100 mm, maximum weight: 180 kg, total dimensions:
800 mm x 600 mm x 1750 mm.
Eurokra� mobile �ltable barrel li�er, type: FH 300-TG,
year of construc�on: 2011, weight: 120 kg, capacity:
300 kg, li�ing height: 1200 mm, diameter li�er: 600
mm, total dimensions: 1300 mm x 1100 mm x 2060
mm.
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Frey Maschinenbau
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AB Hällde
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Azo-Maschinenfabrik
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NN blanching screw
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NN transport belt
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A�raco
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NN vibra�ng gu�er
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Key
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NN eleva�ng belt
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Cotron BV
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Siemerink B.V.
Geertruidenberg

244

Kiremko
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NN eveporator

246

Heenan

247

NN eleva�ng belt

Frey Maschinenbau vacuum ﬁlling machine, type:
KONTI-C55P, machine number: KCP550401154, year of
construc�on: 2004, 400 V, 50 Hz, 4.7 kW, knee control,
dimensions: 1050 mm x 700 mm x 1600 mm. Including
various ﬁlling pipes.
AB Hällde slicer, type: RG-1-PAT, 380/220 V, 3 Ph, 50 Hz,
2.8/4.8 A, 1400 R/m, dimensions: 600 mm x 300 mm x
1000 mm.
Azo-Maschinenfabrik ﬁlter, type: SF-50, machine
number: 2 7616, year of construc�on: 048714, 3/4.5/5
bar, dimensions: 700 mm x 700 mm x 1000 mm.
S/s blanching screw, diameter screw: 300 mm,
eleva�ng height: 1680 mm, steam heated, total
dimensions: 6700 mm x 1150 mm x 2000 mm.
Transport belt, steel galvanized frame, plas�c belt, belt
width: 700 mm, total dimensions: 5300 mm x 1200 mm
x 1270 mm.
A�raco s/s vibra�ng gu�er, gu�er width: 800 mm, total
dimensions: 2900 mm x 1400 mm x 2350 mm.
S/s vibra�ng gu�er, gu�er width: 1270 mm, total
dimensions: 4200 mm x 1950 mm x 2100 mm.
Key vibra�ng gu�er, gu�er width: 1220 mm, total
dimensions: 3750 mm x 1850 mm x 2200 mm.
S/s eleva�ng belt, belt width s/s mesh belt: 920 mm,
eleva�ng height: 2300 mm, total dimensions: 4300 mm
x 1100 mm x 2950 mm.
Cotron BV s/s turning device for autoclave baskets,
dimensions: 5000 mm x 2900 mm x 2800 mm.
Siemerink B.V. Geertruidenberg ver�cal autoclave,
model: 5013/2, serial number: 1001100, year of
construc�on: 1991, pressure: 5 bar, inside dimensions:
1200 mm x 1200 mm x 1650 mm, dimensions
autoclave: 2100 mm x 1550 mm x 2500 mm, with s/s
pla�orm, 6 steps, pla�orm height: 1320 mm,
dimensions pla�orm: 1850 mm x 2700 mm. With 3
trolleys, 2 empty baskets and 1 basket with spares.
Kiremko s/s infeed bunker, order number: 95-1036-BA,
dimensions: 1500 mm x 900 mm x 2650 mm.
Evaporator with steel pla�orm, pla�orm height: 1180
mm, dimensions pla�orm: 1800 mm x 1270 mm, total
dimensions: 2010 mm x 1500 mm x 2500 mm.
Heenan water cooling tower, type: Series 5000, size:
5020, 415 V, 3 Ph, 50 Hz, dimensions: 1600 mm x 1350
mm x 2100 mm.
Mobile eleva�ng belt, plas�c belt with dividers, belt
width: 320 mm, distance between dividers: 155 mm,
divider height: 60 mm, total dimensions: 5000 mm x
600 mm x 960 mm.
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Container with Petric boiler, boiler type: K11 (pp 27 A),
serial number: 5-16-007, year of construc�on: 2016,
boiler power: 33 kW, fuel type: CL, normal heat output:
32,97 kW, minimal heat output: 9,15 kW, power supply:
230 V, 50 Hz, 1,5 A, wa�age: 341 W, water content: 85
L, maximum opera�ng water temperature: 80 degrees
Celsius, maximum allowable opera�ng pressure: 2 bar,
mass of boiler: 315 kg, total dimensions: 2450 mm x
1450 mm x 2650 mm.
Polacel B.V. cooling tower, dimensions: 1150 mm x
2300 mm x 3350 mm, including s/s frame, dimensions:
940 mm x 1950 mm x 1250 mm.
S/s pla�orm, dimensions: 2600 mm x 2100 mm x 2830
mm.
SMB crate washing machine, type: 070 694, machine
number: 6996, clearance: 920 mm x 280 mm, total
dimensions: 7700 mm x 2330 mm x 2260 mm.
Kiremko screw blanching machine, type: B1, order:
90-1007, diameter drum: 1300 mm, length drum: 6250
mm, dimensions perfora�ons: 15 mm x 4 mm, total
dimensions: 7500 mm x 2300 mm x 2200 mm.
Transport belt, s/s frame, plas�c belt, belt width: 300
mm, total dimensions: 9700 mm x 600 mm x 600 mm.
Transport belt, s/s frame, plas�c belt, belt width: 300
mm, total dimensions: 9700 mm x 600 mm x 600 mm.
S/s screw washer, diameter drum: 700 mm, �er: 300
mm, total dimensions: 6000 mm x 1500 mm x 1550
mm.
S/s sor�ng drum, diameter holes: 35 mm, total
dimensions: 5000 mm x 1350 mm x 1700 mm.
S/s bunker, inside dimensions: 1200 mm x 1300 mm x
1100 mm, total dimensions: 3100 mm x 1400 mm x
1750 mm.
S/s bunker, inside dimensions: 2400 mm x 1250 mm x
1100 mm, total dimensions: 2750 mm x 1280 mm x
1700 mm.
S/s bunker, inside dimensions: 2400 mm x 1250 mm x
1350 mm, total dimensions: 2750 mm x 1280 mm x
1820 mm.
NON sor�ng machine for stone and glass, type:
AUSTRAGBANDER, number: 0-110, year of
construc�on: 1990, 220/380 V, 50 Hz, belt width: 390
mm, dimensions perfora�ons: 4 mm x 4 mm, total
dimensions: 3100 mm x 1400 mm x 1750 mm.
S/s pressure vessel, dimensions: 550 mm x 500 mm x
1200 mm.
S/s pressure vessel, dimensions: 600 mm x 550 mm x
1300 mm.
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Kustner Industries S.A.
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Kustner Industries S.A. double screw with pump, screw
length: 1900 mm, �er: 230 mm, total dimensions: 2700
mm x 950 mm x 1790 mm.
Mobile transport belt with 3 hea�ng plates, s/s frame,
s/s mesh belt, belt width: 1000 mm, dimensions
hea�ng plates: (3x) 1820 mm x 1050 mm, total
dimensions: 9300 mm x 1420 mm x 1250 mm.
Pallet with Blitzer can opener, model: EH 5/72,
dimensions: 360 mm x 320 mm x 910 mm, Ankerwerk
Nurnberg can closer, model: TM 37, dimensions: 440
mm x 300 mm x 740 mm and frame with motor,
dimensions: 560 mm x 400 mm x 240 mm.
2 Danfoss frequency converters, model: VLT, type:
3003, 380-415 V, dimensions: 280 mm x 180 mm x 440
mm and 280 mm x 180 mm x 360 mm.
2 Danfoss frequency converters, model: VLT, type: 3002
and 3004, 380-415 V, dimensions: (2x) 280 mm x 180
mm x 300 mm.
5 Danfoss frequency converters, model: VLT, type: (4x)
2020 and (1x) 2025, 380-460 V, 3 Ph, 50/60 Hz, 2.3 A,
dimensions: (4x) 110 mm x 180 mm x 300 mm and (1x)
110 mm x 180 mm x 400 mm.
Grundfos circula�on pump, type: Magna 3, serial
number: 10016273, 230 V, 1 Ph, 50/60 Hz, 0.23/1.13 A,
21/249 W, dimensions: 230 mm x 250 mm x 380 mm.
2 hydraulic cylinders with Delimon oil unit, length
cylinder: (2x) 1450 mm.
S/s mobile rack, 3 ﬂoors, dimensions: 1060 mm x 730
mm x 2090 mm.
Plas�c crate with large amount of bolts and nuts,
approximately 500 kg, dimensions crate: 800 mm x 610
mm x 410 mm.
FP Interna�onal air cushion machine, serie: MINI PAK'R,
model: MMP02MNPKR, serial numbers: MP-6000743,
230 V, 50 Hz, 1.6 A, 270 W, total dimensions: 330 mm x
330 mm x 280 mm.
2 FP Interna�onal air cushion machines, serie: MINI
PAK'R, model: MM2MEA000A, serial numbers:
MP-6010226 and MP-6015463, year of construc�on:
2014 and2016, 230 V, 50 Hz, 1.6 A, 270 W, total
dimensions: (2x) 330 mm x 330 mm x 280 mm.
Shrink packaging Equipment mobile labelling machine,
model: TB-01, serial number: 2015080750, year of
construc�on: 01/08/2015, 220 V, 1Ph, 50 Hz, 3.6 A, 0.8
kW, plas�c belt, belt width: 395 mm, total dimensions:
1610 mm x 900 mm x 1530 mm.
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General Terms of the online auc�on

Ar�cle 1. Deﬁni�ons
Delivery: the actual delivery of the lot to the buyer or to his authorized representa�ve;
Bid: each by a user in the auc�on (for a lot) bid amount;
User: the one who has registered on the website;
User Agreement: the agreement between Industrial Auc�ons and the user;
Lot: an ar�cle, or a number of ar�cles that are auc�oned together (under one number);
Purchase Price: the amount of the highest -allocated- bid increased by the Buyers
Premium above the highest bid and the VAT owed;
Purchase Agreement: the purchase agreement between buyer and seller;
Buyer: the user to whom the lot is allocated;
Registra�on: registra�on of the user on the website by comple�ng the registra�on form
found on the website;
Speciﬁc Online Auc�on Terms and Condi�ons: besides, in addi�on to or devia�ng from
these General Terms and Condi�ons, applicable regula�ons that apply, as stated on the
website for the speciﬁc auc�on;
Alloca�on: the declara�on of Industrial Auc�ons that a lot or combina�on of lots has
been allocated by payment of the purchase price to the highest bidder. Seller hereby
irrevocably authorizes Industrial Auc�ons to assign and sell ar�cles on behalf of the
seller(s);
Auc�on: internet sales organized by Industrial Auc�ons of movable goods;
Seller: the person(s) a lot is being auc�oned in whom/whose commission;
Website: website www.Industrial-Auc�ons.com, which is maintained by Industrial
Auc�ons, based in Eindhoven;
Ar�cle 2. Applicability
2.1 These General Terms and Condi�ons apply both to the rela�onship between sellers
and Industrial Auc�ons, as the rela�onship between users/buyers and other third
par�es on the one hand and on the other hand Industrial Auc�ons. These condi�ons
therefore apply to (being) organized auc�ons by Industrial Auc�ons and through the
par�cipa�on in auc�ons by users and/or buyers.
2.2 The applicability of other General Condi�ons than the present, and (where
applicable) the Speciﬁc Online Auc�on Terms and Condi�ons is excluded.
Ar�cle 3. Registra�on on the website and the use
3.1 By registra�on on the website a user is able to follow the progress of auc�ons on the

www.industrial-auc�ons.com

website. The user agreement is not transferable. By registra�on the user provides his
personal details to Industrial Auc�ons and chooses his own password to access the
website. The client's account and the associated password are strictly personal and may
not be transferred by the client to a third party. The client must immediately inform
Industrial Auc�ons if there is any suspicion that their password is known by a third party.
Further access to the website will then be disabled to avoid any misuse.
3.2 Industrial Auc�ons conﬁrms the registra�on by e-mail to the user on the speciﬁed email address, a�er which user can gain access to the auc�on by using his chosen
password. User is obliged to behave a�er granted access to the website and do not
inﬂict damage to the website or to other users. User is liable for all ac�vi�es that occur
on the website a�er that access has been gained by using the password of user.
3.3 The client is responsible for the correctness and completeness of the personal data
provided at the �me of registra�on with Industrial Auc�ons. The client must
immediately inform Industrial Auc�ons of any change to this personal data. Any bids
submi�ed through the client's account will be regarded as being bids made by, or on
behalf of, the client themselves. The client is personally liable for the fulﬁllment of the
obliga�ons arising from the submission of any bid even if the bid is made as a result of
the misuse of the client's account and/or password.
3.4 Industrial Auc�ons reserves the right to refuse registra�on and to terminate
unilaterally, without giving a reason.
3.5 Industrial Auc�ons takes obtained personal data in records kept for that purpose.
Through registra�on on the website, the user gives consent to the use and the storage
and processing of the personal data recorded.
3.6 Clients are prohibited from reproducing or making available any part of the Industrial
Auc�ons website (through deeplinking or otherwise) without prior wri�en permission
from Industrial Auc�ons. All associated Intellectual property is reserved to Industrial
Auc�ons.
3.7 By (one-oﬀ) registra�on user accepts these General Terms and Condi�ons each �me
that user logs on to the website and whether or not bids.
3.8 Government laws and regula�ons, such as the Money Laundering and Terrorist
Financing Preven�on Act (WWFT), may impose (addi�onal) obliga�ons on Industrial
Auc�ons. The client is required to provide all informa�on requested by Industrial
Auc�ons including (but not limited to) informa�on about the client's iden�ty to establish
and verify this further, to verify and record the iden�ty of the ul�mate beneﬁcial owner,
the purpose and nature of the engagement or to exercise a transac�on or an ongoing
control over the business rela�onship or the natural person who represents or is
authorized to do so by the client and whether the client is ac�ng for themselves or for a
third party. If the requested informa�on is not supplied within 5 days a�er the ﬁrst
request, Industrial Auc�ons may immediately terminate the agreement and, pending the
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informa�on, Industrial Auc�ons may suspend the services. Industrial Auc�ons is then
not obliged or liable for any compensa�on for damages.
Ar�cle 4. The auc�on
4.1 Industrial Auc�ons reserves the right to cancel an auc�on earlier than reported on
the website or to extend one. In case of a technical malfunc�on of the website, causing
it not complete and/or inaccessible to all users, Industrial Auc�ons reserves the right to
extend the auc�on.
4.2 The eﬀec�veness of the internet and its website depends on many factors and many
others. Industrial Auc�ons is not in control of many factors and can accept no liability for
things they are not in control oﬀ. User and seller declare themselves familiar with and
agree with the special circumstances of an internet auc�on and with the technical
imperfec�ons that can arise. Industrial Auc�ons must therefore limit its liability. For
example, it may involve down�me, interrup�ons, delays in the connec�on,
maintenance, updates, viruses, limited accessibility, et cetera et cetera. Industrial
Auc�ons is not liable for any damage that might result therefrom.
4.3 Industrial Auc�ons hereby exclude to both the user and the seller any liability for any
damage directly and/or indirectly, in any way arise, including but not limited to the
damage arising from the use of the website, unless there is intent or willful recklessness
of Industrial Auc�ons.
4.4 Industrial Auc�ons also accepts no liability for any damage whatsoever that arises in
any way by and/or arising from:
- Ac�ons by the user that may have been prompted by informa�on placed on the
website;
- The impossibility of using the website (completely) and/or another malfunc�on in the
website or the suppor�ng system;
- The failure of the lots to the speciﬁca�ons as reported on the website;
- The fact that the informa�on on the website is incorrect, incomplete or out of date;
- Errors in the so�ware and/or the suppor�ng system of the website;
- The unlawful use of systems, including the website of Industrial Auc�ons by a third
party;
- Acts of the seller a�er the user has concluded a purchase agreement;
4.5 Industrial Auc�ons organizes online auc�ons on behalf of sellers. She does not sell
own products. Industrial Auc�ons reserves the right to cancel an auc�on, earlier than
reported on the website, or to extend one.
Ar�cle 5. Security
5.1 Industrial Auc�ons strives to secure its systems against loss of data and/or any form
of unlawful use and takes appropriate technical and organiza�onal measures, including
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taking into account the state of the technology.
5.2 Industrial Auc�ons is not liable for loss of data, damage to ﬁles, unlawful access to
computers or ﬁles, viruses spread via the website or other unlawful programs or ﬁles or
any other consequence of the use made of the website.
5.3 The website may contain links to other websites. Industrial Auc�ons has no control
over such sites and is not responsible for the content of those sites.
Ar�cle 6. Descrip�on lots
6.1 Industrial Auc�ons and the person on whose behalf the lot will be auc�oned strive
to achieve the greatest possible accuracy and clarity of the descrip�on of a lot on the
website, auc�on catalogs, other auc�on brochures, adver�sements and such, without
any liability for damages arising from incorrect or incomplete descrip�ons or other
damage.
6.2 Pipes, cables and/or other connec�ons for energy, control or produc�on that are
located on/in a lot are to be, unless expressly stated in the Speciﬁc Online Auc�on Terms
and Condi�ons stated, only sold to the ﬁrst valve, ﬁ�ng or aplied mark. Underground or
built-in connec�ons never are part of the lot, unless explicitly stated otherwise in the
Speciﬁc Online Auc�on Terms and Condi�ons.
Ar�cle 7. Adjustments; opera�on
7.1 If and insofar as any clause of these General Terms and Condi�ons is invalid or
unenforceable, the remaining clauses of these General Terms and Condi�ons will remain
valid. Industrial Auc�ons will then adopt a new clause to replace the invalid/annuled
clause, as far as possible the scope of the invalid/annuled clause shall be respected.
7.2 Industrial Auc�ons can, in addi�on to these General Terms and Condi�ons, declare
the Speciﬁc Online Auc�on Terms and Condi�ons applicable. They are therefore already
accepted by the user. In case of contradic�on prevails the clause of the Speciﬁc Online
Auc�on Terms and Condi�ons over the clause in these General Terms and Condi�ons.
7.3 The present General Terms and Condi�ons may be deviated only when this is
s�pulated in wri�ng by an authorized representa�ve of Industrial Auc�ons.
7.4 Industrial Auc�ons reserves the right to modify these General Terms and Condi�ons.
Changes take eﬀect 24 hours a�er an e-mail is communicated to the user or if they
(digital) have been accepted comes into eﬀect.
Ar�cle 8. Auc�on organiza�on by Industrial Auc�ons
8.1 The organiza�on, prepara�on and execu�on of the auc�on lie with Industrial
Auc�ons.
8.2 Industrial Auc�ons has the authority before, during or a�er the auc�on without
assigning any reasons:
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- Not to recognize a bid as such;
- To exclude one or more users from the auc�on;
- To consolidate ar�cles into lots, to split lots and take lots from the auc�on;
- To repair mistakes made by Industrial Auc�ons in bids and/or alloca�ons, without a
user is able to make use of these errors and/or derive any rights from them;
- Lots whether or not to allocate;
- To implement other, in the opinion of Industrial Auc�ons, useful or necessary measures
or changes;
8.3 Industrial Auc�ons is authorized before par�cipa�on in certain auc�ons and/or bids
on certain lots to require prior, from the user, a bank guarantee or other form of security
to the choice and sa�sfac�on of Industrial Auc�ons (to be judged by Industrial Auc�ons)
8.4 The judgment of Industrial Auc�ons concerning what has taken place before, during
or a�er the auc�on, is binding.
Ar�cle 9. Bid; Purchase Agreement
9.1 The user can place a bid on the website on one or more lots. Every bid is
uncondi�onal, irrevocable and without reserva�on. Industrial Auc�ons and/or the seller
is/are en�tled, without giving any reason not to accept bids. Bids are placed exclusive
buyers premium and VAT. Industrial Auc�ons is authorized to place bids on behalf of
third par�es.
9.2 If a lot is accompanied by one or several other lots as a combina�on in auc�on this
shall be indicated on the page of the individual lot. In that case, there can be placed bids
ﬁrst on the individual lots of the combina�on and a�er the closing of all individual lots,
oﬀered on the combined lot. Individual lots can be allocated only if the total amount of
the highest sustainable bids on the individual lots is higher than the highest sustainable
bid on the combina�on. The combina�on will be allocated solely if the highest
sustainable bid on the combina�on is higher than the total amount of the highest
sustainable bids on the individual lots.
9.3 Bids can be placed in the form of a "sta�c bid" or a "proxy bid". In a sta�c bid, the
user places a bid in the form of a ﬁxed amount per lot. In a proxy bid the user indicates
the maximum price he is willing to pay for the lot. The auc�on system then ensures that,
a�er outbidding by a third party, in the name of the user, the minimally possible higher
bid is introduced, as long as the maximum indicated by the user has not been reached. A
proxy bid can only be disabled by the user by placing a sta�c bid that at that moment is
the highest bid.
9.4 The purchase agreement arises through alloca�on. Alloca�on is generally given to
the user who has made the highest bid. By applying the clause of ar�cle 9.1, through
condi�ons for alloca�on as included in the Speciﬁc Online Auc�on Terms and Condi�ons
or for other reasons at the discre�on of Industrial Auc�ons may be allocated to a
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diﬀerent user than the user who has placed the highest sustainable bid instead.
9.5 The buyer will get within 48 hours a�er the auc�on has been closed, at least as
quickly as possible (Saturday, Sunday and holidays not included) conﬁrmed by e-mail on
behalf of the seller(s) that the purchase agreement has been concluded. If the user does
not get an e-mail within the period men�oned above, this means that his bid has not
been allocated. Industrial Auc�ons reserves the right not to allocate or to allocate under
suspensive condi�on(s).
9.6 The risk of the lot(s) is transferred from the seller to the buyer at the moment of
alloca�on. The seller is up to the alloca�on obliged to properly insure the goods and
maintain properly insured against ﬁre, explosion and water damage and the�. Seller is
also obliged to take out adequate insurance and liability insurance and maintain so. The
policies and the proof of premium payment of these insurances (or at least copies of
them) must be provided by seller on ﬁrst request to Industrial Auc�ons.
9.7 Industrial Auc�ons is not a party to the purchase agreement but merely mediates in
the crea�on of purchase agreements between buyer and seller. Its content is always
precisely deﬁned. Seller and buyer realize there on the part of Industrial Auc�ons may
involve a conﬂict of interest. Buyer and seller hereby give permission to Industrial
Auc�ons for simultaneously serving (the interests of) the buyer and seller.
9.8 If there is a forced sale, this will be stated in the Speciﬁc Online Auc�on Terms and
Condi�ons.
9.9 In the event seller is a trustee in his capacity as receiver, ar�cle 7:19 Civil Code
applies.
9:10 If the auc�on takes place in the presence of a notary or bailiﬀ, he will supervise the
auc�on and the bids placed there and alloca�ons.
Ar�cle 10. Guarantees, claims and indemni�es
10.1 Industrial Auc�ons sells third party products, for third par�es. Seller and buyer
realize that Industrial Auc�ons is unaware or may be of the nature, condi�on or similar
of the sold. Industrial Auc�ons and/or the seller provide regarding the lots and possible
claims of third par�es to these, no warran�es of any kind. Buyer waives all rights which
do not belong to the buyer under mandatory law.
10.2 The lots are sold in the state in which they exist on the date of alloca�on with all its
possible defects, beneﬁts and burdens. Industrial Auc�ons and/or seller give in no
indemnity for visible or hidden defects or warranty in connec�on with completeness,
numbers, func�oning, usability, saleability, the existence or absence of rights or claims
of third par�es and or the possibility of transfer to third par�es. Defects of whatever
kind, disappointed expecta�ons of the buyer and/or receiving third par�es do not
provide any en�tlement to (damage) compensa�on and/or se�lement and/or
suspension. The buyer shall be deemed to have carefully examined the lot bought by
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him beforehand.
10.3 If in respect of the lots claims of third par�es arising from property reserved,
(intellectual) property rights and/or other third party rights be exercised, Buyer shall
keep the relevant lot(s) for those third party(ies), under the obliga�on to issue this ﬁrst
request to that third party(ies), or otherwise to make appropriate arrangements with
such third par�es.
10.4 The seller shall indemnify Industrial Auc�ons against each claim of third party(ies).
The buyer indemniﬁes Industrial Auc�ons and/or the seller against each claim by a third
party in connec�on with the purchase agreement.
Ar�cle 11. Payment obliga�ons of the buyer
11.1 The buyer has the obliga�on to pay the purchase price within three days (not
including Saturday, Sunday and holidays) a�er conﬁrma�on of the purchase agreement
on a by Industrial Auc�ons indicated account number. Payment must be made in Euros
or in another currency indicated by Industrial Auc�ons.
11.2. The buyer is not en�tled to any se�lement or suspension.
11.3 The buyer is obliged to ﬁrst request to provide (addi�onal) security (such as a bank
guarantee and or pledge). The buyer hereby grants an irrevocable power of a�orney to
Industrial Auc�ons to (do) se�le rights of pledge both before and a�er delivery on
behalf of the buyer for the beneﬁt of Industrial Auc�ons. The buyer declares to be
authorized to do so.
11.4 In case of late payment of the purchase price 15% of the purchase price, being a
ﬁxed amount for collec�on costs and/or extrajudicial costs, will be charged to the buyer
by Industrial Auc�ons plus the statutory interest on the outstanding amount plus 3% per
year, with eﬀect from the date the payment had to be made un�l the date of eﬀec�ve
payment.
Ar�cle 12. Viewing days, auc�on days, pick-up days
12.1 The seller and/or Industrial Auc�ons can organize viewing days and pick-up days.
The par�es realize that Industrial Auc�ons does not have any inﬂuence or control over
the goods, the loca�on or the circumstances in which the viewing days and pick-up days
are being organized. Therefore, Industrial Auc�ons can not accept any liability. Whoever
enters buildings and/or grounds on viewing days or delivery days does so en�rely at
their own risk. It is compulsory to follow up instruc�ons given by Industrial Auc�ons
and/or by Industrial Auc�ons hired people. Industrial Auc�ons and the seller do not
accept any liability for damage arising on viewing days, or entering the buildings or
grounds or the consequences that that entails.
Ar�cle 13. Delivery
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13.1 If and as soon as the buyer has met all his payment obliga�ons, the buyer may pick
up the lot(s) at the by Industrial Auc�ons determined �mes and place on presenta�on of
a proper iden�ﬁca�on, being the delivery. The delivery is fully at the expence and risk of
the buyer. The buyer is obligated to pick up the lot(s) not later than the date speciﬁed in
the Speciﬁc Online Auc�on Terms and Condi�ons. Industrial Auc�ons can s�pulate that
(a) certain(e) lot(s) can be picked up only a�er the picking up of other lots.
13.2 Before delivery the buyer is deemed to have fully explored the lot well and buy the
lot in the condi�on in which it is. A�er the delivery the purchase agreement can no
longer be terminated or destroyed by the buyer. Pipes, cables and/or other connec�ons
that are located on/in a lot are to be, unless otherwise provided by law or Industrial
Auc�ons expressly stated otherwise, only part of the purchased up to the ﬁrst valve,
ﬁ�ng, or the applied mark. Underground or built-in pipes, cables or other connec�ons
are not part of the purchased, unless explicitly stated otherwise by Industrial Auc�ons.
13.3 If it appears that a lot can not be delivered because of claims by third par�es or
because of the fact that the delivery would cause unacceptable damage to the buildings
or premises where the lot is situated or for other reasons appears to be objec�onable
(at the discre�on of Industrial Auc�ons), Industrial Auc�ons is en�tled to terminate the
purchase agreement. This termina�on occurs by e- mail and/or registered le�er to the
buyer at the address supplied by the buyer, wherea�er Industrial Auc�ons and/or the
seller have no further obliga�on than to refund already made payments by the buyer to
Industrial Auc�ons in respect of the purchase of the lot(s).
13.4 The buyer whose lot(s) obstructs the collec�on of other lots, is obliged immediately
a�er e-mail and/or summons by Industrial Auc�ons to the address speciﬁed by the
buyer to take care of the collec�on of his lot(s), failing which Industrial Auc�ons is
en�tled to make this collec�on and possible storage happen by third par�es for the
account of the buyer.
13.5. Ownership of the goods passes a�er delivery, but not before the buyer has fulﬁlled
all his obliga�ons (and the seller or other third par�es have given their consent). A�er
alloca�on the buyer is obliged to properly insure and maintain properly insured against
ﬁre, explosion, water damage and the� and to provide the insurance policy and proof of
premium payment of this insurance on ﬁrst request to Industrial Auc�ons. The buyer is
obliged to respect rights of third par�es.
Ar�cle 14. Termina�on
14.1 If the buyer fails to perform any obliga�on under the agreement with Industrial
Auc�ons or the purchase agreement, including but not limited to failure to �mely or
complete payment of the purchase price; not picking up the lot(s) in �me and/or not
providing the required informa�on for delivery, ﬁnds the buyer is legally in default
without further no�ce being required, and Industrial Auc�ons may terminate the
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agreement between herself and the buyer. Industrial Auc�ons may terminate the
purchase agreement on behalf of the seller. In that case Industrial Auc�ons is allowed to
assign the lot(s) to another without Industrial Auc�ons and/or the seller is/are held to
any (damage) compensa�on.
14.2 In the event of termina�on referred to in 14.1, the buyer owes Industrial Auc�ons
in addi�on to the buyers premium a lump sum amount of 25% of the purchase price to
cover administra�ve, storage, insurance and transport costs, etc., undiminished the right
of Industrial Auc�ons and/or the seller to claim full compensa�on.
14.3 Products and goods are not delivered to (legal) persons in countries that are, or will
appear, on the EU and/or OFAC sanc�ons list or other sanc�ons lists. If it appears before
delivery that a client has purchased a lot(s) for trade with or delivery to a (customer in a)
country that has been placed on the EU and/or OFAC sanc�ons list or other sanc�ons list
then this is suﬃcient reason for the cancella�on of the purchase.
Ar�cle 15. Liability
15.1 Industrial Auc�ons works on loca�ons which she has no control over, with things
that are not hers. Therefore she must limit her liability, otherwise she runs too much
risk, while she herselve is not in a posi�on to limit the risks. Industrial auc�ons is not in
control of the sites, auc�ons, IT environments and auc�oned goods. The liability of
Industrial Auc�ons (if and when a�er applica�on of the other provisions of the contract
s�ll remaining) is at all �mes and in all cases limited to the amount to which the liability
insurance of Industrial Auc�ons in a given case en�tlement to beneﬁts. If Industrial
Auc�ons is uninsured, the insurer will not cover grants or for whatever reason, no
payment takes place, then the liability of Industrial Auc�ons in any case is limited to €
5,000.00. Any claim on Industrial Auc�ons (both property law and contract law), is not
transferable or to encumber. This limita�on does not apply to intent or gross negligence
of Industrial Auc�ons.
15.2 Industrial Auc�ons is not liable for any indirect or consequen�al damages.
Compensa�on for indirect damage is excluded at all �mes and in all cases, including at
least but not limited to consequen�al damages, lost proﬁts, lost savings and damage due
(corporate) stagna�on, loss of goodwill, loss of data, and such. Furthermore, any liability
of Industrial Auc�ons is excluded in connec�on with any defect of the lot(s) or in respect
of (alleged) infringement of the rights of (the intellectual property of) third par�es. The
buyer declares that he acknowledges that in respect of the lot(s) possibly rights (of
intellectual property) rest with third par�es.
15.3 Industrial Auc�ons and the seller are not liable for:
- Damage to persons or property or business prior to the closing of the purchase
agreement or prior to alloca�on arising or resul�ng;
- Damage to on, through or in connec�on with the purchased goods caused (including
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the loss of the good itself);
- Visible and invisible defects. The buyer is required to do research. If the buyer neglects
that, then the consequences are for the buyer;
- Damage caused by environmentally harmful substances in or on the purchased;
- Damage caused by computer failures (both in terms of hardware, so�ware, viruses,
ﬁles, internet, all in the broadest sense);
- Damage caused by power of disposi�on of the seller or rights of third par�es which
causes damage to the buyer;
15.4 In engaging third par�es Industrial Auc�ons will always exercise due care. Industrial
Auc�ons is not liable for any shortcomings of these third par�es. For that the seller and
the buyer safeguard Industrial Auc�ons.
15.5 Any right of the buyer or the seller shall expire two months a�er the alloca�on,
notwithstanding the provisions to art. 6:89 BW.
Ar�cle 16. Applicable law
16.1 All agreements between Industrial Auc�ons and third par�es is governed by Dutch
law.
16.2 The Dutch text of the General Terms and Condi�ons is the original text. If the
General Terms and Condi�ons are used in several languages, the Dutch text will
therefore be given preference in case of ambigui�es or contradic�ons.
16.3 In the event of a dispute, the competent court within the district of “Oost-Brabant”
has jurisdic�on to hear the dispute, notwithstanding the competence to Industrial
Auc�ons to submit a dispute to the competent court according to the law.
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Upcoming auc�ons:
12-05 Online auc�on machinery for the food industry in
coopera�on with E-Auc�ons in Mitchelstown, Co. Cork. (IE)
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